MODBUSConfigurator

I RESI's MODBUS Configurator ¥1.10.7.6 - [Unnamed] (=8 BN E==|
ﬁ E? E?/ Local COM port settings
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20 New Project
e RESIFILED-510 1LED to MODBUS/RTU+ASCI rmodule with 3 Pk LED channels
Software version: 217

State: e

Chooge demo SetLED mode Setchannel 01 Setchannel 02 Setchannel 03 Setfade speed Setminimum time  Set minimurm time

MODBUS
Address: | 256 v | Beudrate: | 57600 ~ | Parity:  NOMNE - | Stopbits: |1 stophit |+
Register Walue Comment
4x00001 0x?7972.7 Current value for LED channel O1 (0..4095=0..100%)
4x00002 0x?772.7 Current value for LED channel 02 (0..4095=0..100%)
4x00003 0x?972.7 Current value for LED channel O3 (0..4095=0..100%;)
4x00004 0?7727 Current mode (0=0FF.1=0N.2=FLASH.3=FADE.4=RANDOM.5=SEQUENCE)
4x00005 0x?777.7 Current fade speed for FADE.RANDOM in steps per 1/100s
4x00006 0x?777.7 Current minimum time (FLASH.SEQUENCE:in 1/10s, BANDOM:in s)
Ax00007 0x?77%.7 Current maximum time (FLASH.SEQUENCE:in 1/10s. RANDOM:in s)
4x00008 Actual output value for O1 {0..4095=0_100%)
4x00009 Actual output value for 02 (0..4095=0_100%)
Ax00010 Actual output value for 03 (0..4085=0.100%)
Ax00011 Actual random output value for O1 (0..4095=0..100%)
4Ax00012 Actual random output value for 02 (0.. ..100%)
Ax00013 Actual random output value for 03 (0..4095=0..100%)
4x00014 0x?2772,7 Is tading active (0=NO, 1=YES)
Einfacher Test
Teste LED Streifen
direkt
‘ P GRATIS Windows
Kostenloser Download basiert
activate the testing mode von www.RESl.cc
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