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Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 6 digital inputs for DC signals 12-48V=, 6 digital outputs for DC signals ≤30V=, 16 digital inputs for AC or DC 
signals 12-250V~=, 8 bistable power relay outputs with manual override for AC and DC signals and 8 universal inputs or outputs for 
analogue or digital signals or RTD sensors.
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ANALOG INPUT
0/2...10V or 0/4..20mA
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0/2...10V or 0/4..20mA
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Functionality
IO module with 6 digital inputs for 12-48Vdc signals, 6 digital outputs, 16 digital 
inputs for 12-250Vac/dc signals and 8 bistable power relay outputs for switching AC or DC signals 
and 8 universal inputs or outputs. Each analog channel can be configured to one of the following 
input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact
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BISTABLE RELAY OUTPUT
Form A

≤30V=
≤250V~

≤16A
≤200µF
AgSnO2

6
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

16
Digital Inputs

LOGIC INPUT
galvanic insulated

common contacts per group

 12...250V~=
≤1.8mA

6
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA
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