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IO MODULES



STRIVE IN PERFECTION 
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DO
TAKE THE BEST THAT 
EXISTS AND MAKE IT 

BETTER 
WHEN IT DOES NOT 

EXIST. DESIGN IT.

Sir Henry Royce
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it´s all about perfection

OVERVIEW



SLIMIOs:RESI-xxx-SIO

DIP switch
for settings

LEDs
for status display

RS232
communication

12-48V=
Power supply

RS485
communication

Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-5 

CEM17
17.5x90x56.4mm

I/Os
connector

MODBUS/RTU
Slave

ASCII text protocol

HOST
MODBUS/RTU MASTER

ASCII TEXT

RS232
RS485

VARIOUS
IOs MODBUSConfigurator

free configuration
software

CEM17
17.5x90x56.4mm

1xRS232
MODBUS/RTU slave
ASCII text protocol

12-48V=
Power supply

1xRS485
MODBUS/RTU slave 
ASCII text protocol

Serial Interface
300...256000Baud

No, even, odd parity
8 data bits

1 or 2 stop bitsDIN EN 50022
Snap-on for 

DIN-Rail

DIP Switch
for setup

LEDs
for status display



SLIMIOs:RESI-xxx-ETH

DIP switch
for settings

I/Os
connector

LEDs
for status display

Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-6 

CEM35
35.8x90x56.4mm

12-48V=
Power supply

ETHERNET
communication

MODBUS/TCP
Server

ASCII text socket

HOST
MODBUS/TCP CLIENT
ASCII TEXT SOCKET

ETHERNET

VARIOUS
IOs MODBUSConfigurator

free configuration
software

DIN EN 50022
Snap-on for 

DIN-Rail

CEM35
35.8x90x56.4mm

1xETHERNET
10/100MBit

RJ45

12-48V=
Power supply

IP settings
DHCP or 

static IPV4 settings

Ethernet 
Web Server for 

IP V4 setup
MODBUS/TCP or 
MODBUS/RTU via 

Ethernet or ASCII text 
protocol

DIP Switch
for setup

LEDs
for status display



BIGIOs:RESI-xxx-SIO

DIP switch
for settings

LEDs
for status display

12-48V=
Power supply

RS485
communication

Our powerful IO modules with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and monitor all integrated 
IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to predefined states in case of a 
communication breakdown.

IO-7 

XT4
72x110x62mm

I/Os
connectors

I/Os
connectors

MODBUS/RTU
Slave

ASCII text protocol

MODBUSConfigurator
free configuration

software

XT4
72x110x62mm

12-48V=
Power supply

1xRS485
MODBUS/RTU slave 
ASCII text protocol

Serial Interface
300...256000Baud

No, even, odd parity
8 data bits

1 or 2 stop bits

ON-WALL
Mounting on-wall

DIN EN 50022
Snap-on for 

DIN-Rail

HOST
MODBUS/RTU MASTER

ASCII TEXT

RS485

VARIOUS
IOs



BIGIOs:RESI-xxx-ETH

DIP switch
for settings

LEDs
for status display

12-48V=
Power supply

Our powerful IO modules with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and monitor all integrated 
IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to predefined states in case of a 
communication breakdown.

IO-8 

XT4
72x110x62mm

I/Os
connectors

I/Os
connectors

MODBUS/TCP
Server

ASCII text socket

MODBUSConfigurator
free configuration

software

XT4
72x110x62mm

12-48V=
Power supply

IP settings
DHCP or 

static IPV4 settings

Ethernet 
Web Server for 

IP V4 setup
MODBUS/TCP or 
MODBUS/RTU via 

Ethernet or ASCII text 
protocol

ON-WALL
Mounting on-wall

DIN EN 50022
Snap-on for 

DIN-Rail

ETHERNET
communication

HOST
MODBUS/TCP CLIENT
ASCII TEXT SOCKET

ETHERNET

VARIOUS
IOs

1xETHERNET
10/100MBit

RJ45



BIGIOs:RESI-xxx-SIO
Our powerful IO modules with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and monitor all integrated 
IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to predefined states in case of a 
communication breakdown.

IO-9 

XT8
143x110x62mm

DIP switch
for settings

LEDs
for status display

12-48V=
Power supply

RS485
communication

I/Os
connectors

I/Os
connectors

MODBUS/RTU
Slave

ASCII text protocol

MODBUSConfigurator
free configuration

software

XT8
143x110x62mm

12-48V=
Power supply

1xRS485
MODBUS/RTU slave 
ASCII text protocol

Serial Interface
300...256000Baud

No, even, odd parity
8 data bits

1 or 2 stop bits

ON-WALL
Mounting on-wall

DIN EN 50022
Snap-on for 

DIN-Rail

HOST
MODBUS/RTU MASTER

ASCII TEXT

RS485

VARIOUS
IOs



BIGIOs:RESI-xxx-ETH
Our powerful IO modules with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and monitor all integrated 
IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to predefined states in case of a 
communication breakdown.

IO-10 

XT8
143x110x62mm

DIP switch
for settings

LEDs
for status display

12-48V=
Power supply

I/Os
connectors

I/Os
connectors

MODBUS/TCP
Server

ASCII text socket

MODBUSConfigurator
free configuration

software

XT8
143x110x62mm

12-48V=
Power supply

ON-WALL
Mounting on-wall

DIN EN 50022
Snap-on for 

DIN-Rail

ETHERNET
communication

HOST
MODBUS/TCP CLIENT
ASCII TEXT SOCKET

ETHERNET

VARIOUS
IOs

IP settings
DHCP or 

static IPV4 settings

Ethernet 
Web Server for 

IP V4 setup
MODBUS/TCP or 
MODBUS/RTU via 

Ethernet or ASCII text 
protocol

1xETHERNET
10/100MBit

RJ45



BIGIOs:RESI-xxx-SIO
Our powerful IO modules with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and monitor all integrated 
IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to predefined states in case of a 
communication breakdown.

IO-11 

XT12
213x110x62mm

DIP switch
for settings

LEDs
for status display

12-48V=
Power supply

RS485
communication

I/Os
connectors

I/Os
connectors

MODBUS/RTU
Slave

ASCII text protocol

MODBUSConfigurator
free configuration

software

XT12
213x110x62mm

12-48V=
Power supply

1xRS485
MODBUS/RTU slave 
ASCII text protocol

Serial Interface
300...256000Baud

No, even, odd parity
8 data bits

1 or 2 stop bits

ON-WALL
Mounting on-wall

DIN EN 50022
Snap-on for 

DIN-Rail

HOST
MODBUS/RTU MASTER

ASCII TEXT

RS485

VARIOUS
IOs



BIGIOs:RESI-xxx-ETH
Our powerful IO modules with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and monitor all integrated 
IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to predefined states in case of a 
communication breakdown.

IO-12 

XT12
213x110x62mm

DIP switch
for settings

LEDs
for status display

12-48V=
Power supply

ETHERNET
communication

I/Os
connectors

I/Os
connectors

MODBUS/TCP
Server

ASCII text socket

MODBUSConfigurator
free configuration

software

XT12
213x110x62mm

12-48V=
Power supply

ON-WALL
Mounting on-wall

DIN EN 50022
Snap-on for 

DIN-Rail

IP settings
DHCP or 

static IPV4 settings

Ethernet 
Web Server for 

IP V4 setup
MODBUS/TCP or 
MODBUS/RTU via 

Ethernet or ASCII text 
protocol

1xETHERNET
10/100MBit

RJ45

HOST
MODBUS/TCP CLIENT
ASCII TEXT SOCKET

ETHERNET

VARIOUS
IOs

I/Os
connectors

I/Os
connectors



it´s all about perfection

IO TYPES



SLIMIOs:DIGITAL IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-14 

RESI-2RI-SIO RS232
RS485

2
Digital Inputs

CEM17
17.5x90x56.4mm

2xRI
LOGIC INPUT 12...250V~= 

≤1.8mA

RESI-2RI-ETH ETHERNET CEM35
35.8x90x56.4mm

RESI-4DO-SIO RS232
RS485

4 
Digital Outputs

CEM17
17.5x90x56.4mm

4xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

RESI-4DO-ETH ETHERNET CEM35
35.8x90x56.4mm

RESI-4DI-SIO RS232
RS485

4 
Digital Inputs

CEM17
17.5x90x56.4mm

4xDI
LOGIC INPUT 12...48V= 

≤1.8mA

RESI-4DI-ETH ETHERNET CEM35
35.8x90x56.4mm

RESI-1RO-SIO RS232
RS485

1 
Relay Output

CEM17
17.5x90x56.4mm

1xRO
RELAY OUTPUT ≤30V=

≤250V~ 
≤8A

1xForm CRESI-1RO-ETH ETHERNET CEM35
35.8x90x56.4mm

RESI-2RO-SIO RS232
RS485

2 
Relay Outputs

CEM17
17.5x90x56.4mm

2xRO RELAY OUTPUT ≤30V=
≤250V~ 
≤8A

2xForm A
Common root contact

RESI-2RO-ETH ETHERNET CEM35
35.8x90x56.4mm

RESI-4DIBI-SIO RS232
RS485

4 
Digital Inputs

CEM17
17.5x90x56.4mm

4xDI
LOGIC INPUT 12...48V= 

≤1.8mA

Dry or wet contact cabling

RESI-4DIBI-ETH ETHERNET CEM35
35.8x90x56.4mm



SLIMIOs:SOLID STATE
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-15 

RESI-2SSR-1A-SIO RS232
RS485

2
Solid State Outputs

CEM17
17.5x90x56.4mm

2xSSR
1A

RESI-2SSR-1A-ETH ETHERNET CEM35
35.8x90x56.4mm

SOLID STATE 
RELAY OUTPUT ≤230V=~

≤1A

2xForm A

RESI-2SSR-3A-SIO RS232
RS485

2
Solid State Outputs

CEM17
17.5x90x56.4mm

2xSSR
3A

RESI-2SSR-3A-ETH ETHERNET CEM35
35.8x90x56.4mm

SOLID STATE 
RELAY OUTPUT ≤60V=~

≤3A

2xForm A

RESI-2SSR-6A-SIO RS232
RS485

2
Solid State Outputs

CEM17
17.5x90x56.4mm

2xSSR
6A

RESI-2SSR-6A-ETH ETHERNET CEM35
35.8x90x56.4mm

SOLID STATE 
RELAY OUTPUT ≤60V=~

≤6A

2xForm A



SLIMIOs:LED STRIPES
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-16 

RESI-1LED-SIO RS232
RS485

3
PWM Outputs

CEM17
17.5x90x56.4mm

3xPWM

RESI-1LED-ETH ETHERNET CEM35
35.8x90x56.4mm

PWM OUTPUT 
LED STRIPES ≤60V=

≤5A

3 individual channels 
with external power supply

RESI-2LEDWS-SIO RS232
RS485

intelligent 
WS28xx LEDs

CEM17
17.5x90x56.4mm

2xChannels
512LEDs/Ch

RESI-2LEDWS-ETH ETHERNET CEM35
35.8x90x56.4mm

DATA OUTPUT 
LED STRIPES 5V= or 12V=

two channel module control of 
up to 512 WS28xx LEDs on one channel



SLIMIOs: UNIVERSAL IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-17 

RESI-S4AIOX-SIO RS232
RS485

4
Universal Inputs 

or Outputs

Each channel can be 
configured to:

Analog Input
or

Analog Output
or

RTD Sensor
Input

or
Digital Input

CEM17
17.5x90x56.4mm

4xAIOX
Universal analog 
Inputs or outputs

ANALOG INPUTS
0...10V or 0..20mA or 4..20mA
 ±0.2% 16 Bit

ANALOG OUTPUTS
0...10V or 0..20mA or 4..20mA
 ±0.3% 13 Bit

RTD Sensors
0...80Ω 0.5%±0.5 16 Bit 

80...200Ω 0.3% 16 Bit 
200...10kΩ 0.2% 16 Bit 
10kΩ...20kΩ 0.3% 16 Bit

20kΩ...100kΩ 0.8% 16 Bit

100kΩ...200kΩ 1.0% 16 Bit

200kΩ...1MΩ 8.0% 16 Bit

LOGIC INPUT ≤40V ≤1.8mA
DRY CONTACT 0.5...24.5mA

RESI-S4AIOX-ETH ETHERNET CEM35
35.8x90x56.4mm



SLIMIOs: ANALOG IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-18 

RESI-4AIU-SIO 4
Analog Inputs

4xAIU

RESI-4AIU-ETH

0...10V ±0.1%
-10V...+10V 16 Bit

RESI-2AIU2AOU-SIO 2 
Analog Inputs

2xAIU
2xAOU

2 
Analog OutputsRESI-2AIU2AOU-ETH

RESI-4AOU-SIO 4
Analog Outputs

4xAOU

RESI-4AOU-ETH

RESI-2RTD-SIO 2 
RTD Sensor Inputs

2xRTD
SENSORS: ±0.1%

24 Bit

PT100
PT200
PT500 
PT1000
NI120
NI1000-DIN43760
Ohm

RESI-2RTD-ETH

RS232
RS485

CEM17
17.5x90x56.4mm

ETHERNET CEM35
35.8x90x56.4mm

RS232
RS485

CEM17
17.5x90x56.4mm

ETHERNET CEM35
35.8x90x56.4mm

RS232
RS485

CEM17
17.5x90x56.4mm

ETHERNET CEM35
35.8x90x56.4mm

RS232
RS485

CEM17
17.5x90x56.4mm

ETHERNET CEM35
35.8x90x56.4mm

-10V...+10V ±0.1%
12 Bit

0V...10V ±0.5%
12 Bit

0V...10V ±0.5%
12 Bit



BIGIOs:DIGITAL IN
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-19 

RESI-14RI-SIO RS485 14
Digital Inputs

XT8
143x110x62mm

14xRI
LOGIC INPUT 12...250V~= 

≤1.8mA

Each input has its own 2pin 
plug-in terminalRESI-14RI-ETH ETHERNET XT8

143x110x62mm

RESI-48RI-SIO RS485 48
Digital Inputs

XT12
213x110x62mm

48xRI
LOGIC INPUT 12...250V~= 

≤1.8mA

Organized in 4 groups with 
12 digital inputs eachRESI-48RI-ETH ETHERNET XT12

213x110x62mm



BIGIOs:DIGITAL IN
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-20 

RESI-32DI-SIO RS485 32
Digital Inputs

XT8
143x110x62mm

32xDI
LOGIC INPUT 12...48V= 

≤1.8mA

RESI-32DI-ETH ETHERNET XT8
143x110x62mm

RESI-64DI-SIO RS485 64
Digital Inputs

XT12
213x110x62mm

64xDI
LOGIC INPUT 12...48V= 

≤1.8mA

RESI-64DI-ETH ETHERNET XT12
213x110x62mm

RESI-128DI-SIO RS485 128
Digital Inputs

XT12
213x110x62mm

128xDI
LOGIC INPUT 12...48V= 

≤1.8mA

RESI-128DI-ETH ETHERNET XT12
213x110x62mm

RESI-12DI-SIO RS485 12
Digital Inputs

XT4
213x110x62mm

12xDI

RESI-12DI-ETH ETHERNET XT4
213x110x62mm

LOGIC INPUT 12...48V= 
≤1.8mA

RESI-152DI-SIO RS485 152
Digital Inputs

XT12
213x110x62mm

152xDI
LOGIC INPUT 12...48V= 

≤1.8mA

RESI-152DI-ETH ETHERNET XT12
213x110x62mm

RESI-6DI-SIO RS485 6
Digital Inputs

XT4
213x110x62mm

6xDI

RESI-6DI-ETH ETHERNET XT4
213x110x62mm

LOGIC INPUT 12...48V= 
≤1.8mA

RESI-24DI-SIO RS485 24
Digital Inputs

XT4
213x110x62mm

24xDI

RESI-24DI-ETH ETHERNET XT4
213x110x62mm

LOGIC INPUT 12...48V= 
≤1.8mA



BIGIOs:DIGITAL OUT
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-21 

RESI-12DO-SIO RS485 12
Digital Outputs

XT4
213x110x62mm

12xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 2 groups with 6 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.

RESI-12DO-ETH ETHERNET XT4
213x110x62mm

RESI-60DO-SIO RS485 60
Digital Outputs

XT12
213x110x62mm

60xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 4 groups with 15 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.

RESI-60DO-ETH ETHERNET XT12
213x110x62mm

RESI-30DO-SIO RS485 30
Digital Outputs

XT8
143x110x62mm

30xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 2 groups with 15 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.

RESI-30DO-ETH ETHERNET XT8
143x110x62mm

RESI-90DO-SIO RS485 90
Digital Outputs

XT12
213x110x62mm

90xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 6 groups with 15 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.

RESI-90DO-ETH ETHERNET XT12
213x110x62mm

RESI-6DO-SIO RS485 6
Digital Outputs

XT4
213x110x62mm

6xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 2 groups with 6 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.

RESI-6DO-ETH ETHERNET XT4
213x110x62mm

RESI-24DO-SIO RS485 24
Digital Outputs

XT4
213x110x62mm

24xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 2 groups with 12 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.

RESI-24DO-ETH ETHERNET XT4
213x110x62mm



BIGIOs:DIGITAL OUT
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-22 

RESI-8CO-SIO RS485 8
Relay Outputs

XT8
143x110x62mm

8xRO

RESI-8CO-ETH ETHERNET XT8
143x110x62mm

RELAY OUTPUT ≤30V=
≤250V~ 
≤8A

8xForm C

RESI-8COBI-SIO RS485 8
Relay Outputs

XT8
143x110x62mm

8xRO
bistable

RESI-8COBI-ETH ETHERNET XT8
143x110x62mm

BISTABLE 
RELAY OUTPUT ≤30V=

≤250V~ 
≤8A

8xForm C

RESI-12DOI-SIO RS485 12
Digital Outputs

XT8
143x110x62mm

12xDO
DIGITAL OUTPUT ≤30V~= 
with current measurement

Current measurement for every output
Organized in 2 groups with 6 outputs each.
Each output group is externally supplied.
For use with 24Vac or 24Vdc power supply

RESI-12DOI-ETH ETHERNET XT8
143x110x62mm

RESI-8RO-SIO RS485 8
Relay Outputs

XT8
143x110x62mm

8xRO

RESI-8RO-ETH ETHERNET XT8
143x110x62mm

RELAY OUTPUT ≤30V=
≤250V~ 
≤6A

8xForm A with common 
supply+root

RESI-16RO-SIO RS485 8
Relay Outputs

XT12
213x110x62mm

16xRO

RESI-16RO-ETH ETHERNET XT12
213x110x62mm

RELAY OUTPUT ≤30V=
≤250V~ 
≤6A

16xForm A with common 
supply+root

RESI-12RO-SIO RS485 12
Relay Outputs

XT12
213x110x62mm

12xRO

RESI-12RO-ETH ETHERNET XT12
213x110x62mm

RELAY OUTPUT ≤30V=
≤250V~ 
≤6A

12xForm A

RESI-24RO-SIO RS485 24
Relay Outputs

XT12
213x110x62mm

24xRO

RESI-24RO-ETH ETHERNET XT12
213x110x62mm

RELAY OUTPUT ≤30V=
≤250V~ 
≤6A

24xForm A



BIGIOs:SOLID STATE
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-23 

RESI-10SSR-1A-SIO RS485 10
Solid State Outputs

XT8
143x110x62mm

10xSSR
1A

RESI-10SSR-1A-ETH ETHERNET XT8
143x110x62mm

SOLID STATE 
RELAY OUTPUT ≤230V=~

≤1A

10xForm A

RESI-10SSR-3A-SIO RS485 10
Solid State Outputs

XT8
143x110x62mm

10xSSR
3A

RESI-10SSR-3A-ETH ETHERNET XT8
143x110x62mm

SOLID STATE 
RELAY OUTPUT ≤60V=~

≤3A

10xForm A

RESI-10SSR-6A-SIO RS485 10
Solid State Outputs

XT8
143x110x62mm

10xSSR
6A

RESI-10SSR-6A-ETH ETHERNET XT8
143x110x62mm

SOLID STATE 
RELAY OUTPUT ≤60V=~

≤6A

10xForm A

RESI-20SSR-1A-SIO RS485 20
Solid State Outputs

XT12
213x110x62mm

20xSSR
1A

RESI-20SSR-1A-ETH ETHERNET XT12
213x110x62mm

SOLID STATE 
RELAY OUTPUT ≤230V=~

≤1A

20xForm A

RESI-20SSR-3A-SIO RS485 20
Solid State Outputs

XT12
213x110x62mm

20xSSR
3A

RESI-20SSR-3A-ETH ETHERNET XT12
213x110x62mm

SOLID STATE 
RELAY OUTPUT ≤60V=~

≤3A

20xForm A

RESI-20SSR-6A-SIO RS485 20
Solid State Outputs

XT12
213x110x62mm

20xSSR
6A

RESI-20SSR-6A-ETH ETHERNET XT12
213x110x62mm

SOLID STATE 
RELAY OUTPUT ≤60V=~

≤6A

20xForm A



BIGIOs:SOLID STATE & DI
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-24 

RESI-7RI5SSR-1A-SIO RS485

5
Solid State Outputs

XT8
143x110x62mm

5xSSR
1A

RESI-7RI5SSR-1A-ETH ETHERNET XT8
143x110x62mm

SOLID STATE 
RELAY OUTPUT ≤230V=~

≤1A

5xForm A

7
Digital Inputs

7xRI
LOGIC INPUT 12...250V~= 

≤1.8mA

Each input has its own 2pin 
plug-in terminal

RESI-7RI5SSR-3A-SIO RS485

5
Solid State Outputs

XT8
143x110x62mm

5xSSR
3A

RESI-7RI5SSR-3A-ETH ETHERNET XT8
143x110x62mm

SOLID STATE 
RELAY OUTPUT ≤60V=~

≤3A

5xForm A

7
Digital Inputs

7xRI
LOGIC INPUT 12...250V~= 

≤1.8mA

Each input has its own 2pin 
plug-in terminal

RESI-7RI5SSR-6A-SIO RS485

5
Solid State Outputs

XT8
143x110x62mm

5xSSR
6A

RESI-7RI5SSR-6A-ETH ETHERNET XT8
143x110x62mm

SOLID STATE 
RELAY OUTPUT ≤60V=~

≤6A

5xForm A

7
Digital Inputs

7xRI
LOGIC INPUT 12...250V~= 

≤1.8mA

Each input has its own 2pin 
plug-in terminal



BIGIOs:SOLID STATE & DI
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-25 

RESI-14RI10SSR-1A-SIO RS485

10
Solid State Outputs

XT12
213x110x62mm

10xSSR
1A

RESI-14RI10SSR-1A-ETH ETHERNET XT12
213x110x62mm

SOLID STATE 
RELAY OUTPUT ≤230V=~

≤1A

5xForm A

14
Digital Inputs

14xRI
LOGIC INPUT 12...250V~= 

≤1.8mA

Each input has its own 2pin 
plug-in terminal

RESI-14RI10SSR-3A-SIO RS485

10
Solid State Outputs

XT12
213x110x62mm

10xSSR
3A

RESI-14RI10SSR-3A-ETH ETHERNET XT12
213x110x62mm

SOLID STATE 
RELAY OUTPUT ≤60V=~

≤3A

5xForm A

14
Digital Inputs

14xRI
LOGIC INPUT 12...250V~= 

≤1.8mA

Each input has its own 2pin 
plug-in terminal

RESI-14RI10SSR-6A-SIO RS485

10
Solid State Outputs

XT12
213x110x62mm

10xSSR
6A

RESI-14RI10SSR-6A-ETH ETHERNET XT12
213x110x62mm

SOLID STATE 
RELAY OUTPUT ≤60V=~

≤6A

5xForm A

14
Digital Inputs

14xRI
LOGIC INPUT 12...250V~= 

≤1.8mA

Each input has its own 2pin 
plug-in terminal



BIGIOs:POWER RELAYS
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-26 

RESI-S8PO-SIO RS485 8
Bistable Power Relays

XT8
143x110x62mm

8xPO
16A

RESI-S8PO-ETH ETHERNET XT8
143x110x62mm

BISTABLE POWER
RELAY OUTPUT ≤250V~

≤16A
≤200µF

8xForm A
with manual override

RESI-S16DI8PO-SIO RS485

8
Bistable Power Relays

XT8
143x110x62mm

8xPO
16ARESI-S16DI8PO-ETH ETHERNET XT8

143x110x62mm

BISTABLE POWER
RELAY OUTPUT ≤250V~

≤16A
≤200µF

8xForm A
with manual override

16
Digital Inputs

16xDI
LOGIC INPUT 12...48V= 

≤1.8mA

RESI-S12PO-SIO RS485 12
Bistable Power Relays

XT12
213x110x62mm

12xPO
16A

RESI-S12PO-ETH ETHERNET XT12
213x110x62mm

BISTABLE POWER
RELAY OUTPUT ≤250V~

≤16A
≤200µF

12xForm A
with manual override

RESI-S20RI12PO-SIO RS485

12
Bistable Power Relays

XT12
213x110x62mm

12xPO
16ARESI-S20RI12PO-ETH ETHERNET XT12

213x110x62mm

BISTABLE POWER
RELAY OUTPUT ≤250V~

≤16A
≤200µF

12xForm A
with manual override

20
Digital Inputs20xRI

LOGIC INPUT 12...250V~= 
≤1.8mA

RESI-8PO-SIO RS485 8
Bistable Power Relays

XT12
213x110x62mm

8xPO
16A

RESI-8PO-ETH ETHERNET XT12
213x110x62mm

BISTABLE POWER
RELAY OUTPUT ≤250V~

≤16A
≤200µF

8xForm A
with manual override

RESI-16RI8PO-SIO RS485

8
Bistable Power Relays

XT12
213x110x62mm

8xPO
16ARESI-16RI8PO-ETH ETHERNET XT12

213x110x62mm

BISTABLE POWER
RELAY OUTPUT ≤250V~

≤16A
≤200µF

8xForm A
with manual override

16
Digital Inputs16xRI

LOGIC INPUT 12...250V~= 
≤1.8mA



BIGIOs:DIGITAL IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-27 

RESI-6DI6DO-SIO RS485 XT4
72x110x62mm

RESI-6DI6DO-ETH ETHERNET XT4
72x110x62mm

6
Digital Inputs

6xDI
LOGIC INPUT 12...48V= 

≤1.8mA

6
Digital Outputs

6xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.

RESI-12DI12DO-SIO RS485 XT4
72x110x62mm

RESI-12DI12DO-ETH ETHERNET XT4
72x110x62mm

12
Digital Inputs

12xDI
LOGIC INPUT 12...48V= 

≤1.8mA

12
Digital Outputs

12xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 2 groups with 6 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.

RESI-16DI15DO-SIO RS485 XT8
143x110x62mm

RESI-16DI15DO-ETH ETHERNET XT8
143x110x62mm

16
Digital Inputs

16xDI
LOGIC INPUT 12...48V= 

≤1.8mA

15
Digital Outputs

15xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 1 group with 15 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.

RESI-32DI30DO-SIO RS485 XT12
213x110x62mm

RESI-32DI30DO-ETH ETHERNET XT12
213x110x62mm

32
Digital Inputs

32xDI
LOGIC INPUT 12...48V= 

≤1.8mA

30
Digital Outputs

30xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 2 groups with 15 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.



BIGIOs:DIGITAL IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-28 

RESI-64DI60DO-SIO RS485 XT12
213x110x62mm

RESI-64DI60DO-ETH ETHERNET XT12
213x110x62mm

64
Digital Inputs

64xDI
LOGIC INPUT 12...48V= 

≤1.8mA

60
Digital Outputs

60xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 4 groups with 15 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.

RESI-76DI72DO-SIO RS485 XT12
213x110x62mm

RESI-76DI72DO-ETH ETHERNET XT12
213x110x62mm

76
Digital Inputs

76xDI
LOGIC INPUT 12...48V= 

≤1.8mA

72
Digital Outputs

72xDO
DIGITAL OUTPUT ≤30V= 

≤700mA
Output is shortcut & over heat protected. 
Organized in 4 groups with 15 outputs each 
and 2 groups with 6 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.



BIGIOs:DIGITAL IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-29 

RESI-10RI8RO-SIO RS485 XT8
143x110x62mm

RESI-10RI8RO-ETH ETHERNET XT8
143x110x62mm

8
Relay Outputs

8xRO RELAY OUTPUT ≤30V=
≤250V~ 
≤6A

8xForm A with common 
supply+root

32
Digital Inputs

10xRI
LOGIC INPUT 12...250V~= 

≤1.8mA

RESI-20RI16RO-SIO RS485 XT12
213x110x62mm

RESI-20RI16RO-ETH ETHERNET XT12
213x110x62mm

8
Relay Outputs

16xRO RELAY OUTPUT ≤30V=
≤250V~ 
≤6A

16xForm A with common 
supply+root

20
Digital Inputs20xRI

LOGIC INPUT 12...250V~= 
≤1.8mA

RESI-32DI12RO-SIO RS485

12
Relay Outputs

XT12
213x110x62mm

12xRORESI-32DI12RO-ETH ETHERNET XT12
213x110x62mm

RELAY OUTPUT ≤30V=
≤250V~ 
≤6A

12xForm A

10
Digital Inputs

32xDI
LOGIC INPUT 12...48V= 

≤1.8mA

32
Digital InputsRESI-32DI24RO-SIO RS485

24
Relay Outputs

XT12
213x110x62mm

24xRORESI-32DI24RO-ETH ETHERNET XT12
213x110x62mm

RELAY OUTPUT ≤30V=
≤250V~ 
≤6A

24xForm A

32xDI
LOGIC INPUT 12...48V= 

≤1.8mA

44
Digital InputsRESI-44DI12DO24RO-SIO RS485

24
Relay Outputs

XT12
213x110x62mm

24xRO

RESI-44DI12DO24RO-ETH ETHERNET XT12
213x110x62mm

RELAY OUTPUT ≤30V=
≤250V~ 
≤6A

24xForm A

44xDI
LOGIC INPUT 12...48V= 

≤1.8mA

12
Digital Outputs

12xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 2 groups with 6 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.



BIGIOs:SHADE&BLINDS
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-30 

RESI-4SB-SIO RS485 XT8
143x110x62mm

RESI-4SB-ETH ETHERNET XT8
143x110x62mm

4
Shades & Blinds

4xSB
RELAY OUTPUT ≤30V=

≤250V~ 
≤6A
AgSnO2

8xForm A with common 
supply+root

RESI-10RI4SB-SIO RS485 XT8
143x110x62mm

RESI-10RI4SB-ETH ETHERNET XT8
143x110x62mm

10xRI
LOGIC INPUT 12...250V~= 

≤1.8mA
10

Digital Inputs

RESI-8SB-SIO RS485 XT12
213x110x62mm

RESI-8SB-ETH ETHERNET XT12
213x110x62mm

8
Shades & Blinds

8xSB
RELAY OUTPUT ≤30V=

≤250V~ 
≤6A
AgSnO2

16xForm A with common 
supply+root

4
Shades & Blinds

4xSB
RELAY OUTPUT ≤30V=

≤250V~ 
≤6A
AgSnO2

8xForm A with common 
supply+root

RESI-20RI8SB-SIO RS485 XT12
213x110x62mm

RESI-20RI8SB-ETH ETHERNET XT12
213x110x62mm

20xRI
LOGIC INPUT 12...250V~= 

≤1.8mA
20

Digital Inputs

8
Shades & Blinds

8xSB
RELAY OUTPUT ≤30V=

≤250V~ 
≤6A
AgSnO2

16xForm A with common 
supply+root



BIGIOs:LED STRIPES
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-31 

RESI-4LED-SIO RS485 XT8
143x110x62mm

RESI-4LED-ETH ETHERNET XT8
143x110x62mm

RESI-4LED-SIO 12
PWM Outputs

4xGROUPs
3xPWM/Group

RESI-4LED-ETH

PWM OUTPUT 
LED STRIPES ≤60V=

≤5A
12 individual channels organized 
in 4 groups with external 
power supply per group



BIGIOs: UNIVERSAL IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-32 

RESI-8AIOX-SIO RS485
8

Universal Inputs 
or Outputs

Each channel can be 
configured to:

Analog Input
or

Analog Output
or

RTD Sensor
Input

or
Digital Input

XT4
72x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

ANALOG INPUTS
0...10V or 0..20mA or 4..20mA
 ±0.2% 16 Bit

ANALOG OUTPUTS
0...10V or 0..20mA or 4..20mA
 ±0.3% 13 Bit

RTD Sensors
0...80Ω 0.5%±0.5 16 Bit 

80...200Ω 0.3% 16 Bit 
200...10kΩ 0.2% 16 Bit 
10kΩ...20kΩ 0.3% 16 Bit

20kΩ...100kΩ 0.8% 16 Bit

100kΩ...200kΩ 1.0% 16 Bit

200kΩ...1MΩ 8.0% 16 Bit

LOGIC INPUT ≤40V ≤1.8mA
DRY CONTACT 0.5...24.5mA

RESI-8AIOX-ETH ETHERNET XT4
72x110x62mm

RESI-16AIOX-SIO RS485
16

Universal Inputs 
or Outputs

Each channel can be 
configured to:

Analog Input
or

Analog Output
or

RTD Sensor
Input

or
Digital Input

XT4
72x110x62mm

16xAIOX
Universal analog 
Inputs or outputs

ANALOG INPUTS
0...10V or 0..20mA or 4..20mA
 ±0.2% 16 Bit

ANALOG OUTPUTS
0...10V or 0..20mA or 4..20mA
 ±0.3% 13 Bit

RTD Sensors
0...80Ω 0.5%±0.5 16 Bit 

80...200Ω 0.3% 16 Bit 
200...10kΩ 0.2% 16 Bit 
10kΩ...20kΩ 0.3% 16 Bit

20kΩ...100kΩ 0.8% 16 Bit

100kΩ...200kΩ 1.0% 16 Bit

200kΩ...1MΩ 8.0% 16 Bit

LOGIC INPUT ≤40V ≤1.8mA
DRY CONTACT 0.5...24.5mA

RESI-16AIOX-ETH ETHERNET XT4
72x110x62mm

RESI-4AIOX-SIO RS485
4

Universal Inputs 
or Outputs

Each channel can be 
configured to:

Analog Input
or

Analog Output
or

RTD Sensor
Input

or
Digital Input

XT4
72x110x62mm

4xAIOX
Universal analog 
Inputs or outputs

ANALOG INPUTS
0...10V or 0..20mA or 4..20mA
 ±0.2% 16 Bit

ANALOG OUTPUTS
0...10V or 0..20mA or 4..20mA
 ±0.3% 13 Bit

RTD Sensors
0...80Ω 0.5%±0.5 16 Bit 

80...200Ω 0.3% 16 Bit 
200...10kΩ 0.2% 16 Bit 
10kΩ...20kΩ 0.3% 16 Bit

20kΩ...100kΩ 0.8% 16 Bit

100kΩ...200kΩ 1.0% 16 Bit

200kΩ...1MΩ 8.0% 16 Bit

LOGIC INPUT ≤40V ≤1.8mA
DRY CONTACT 0.5...24.5mA

RESI-4AIOX-ETH ETHERNET XT4
72x110x62mm



BIGIOs: ANALOG IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-33 

RESI-12AIU-SIO 12
Analog Inputs

12xAIU

RESI-12AIU-ETH

0...10V ±0.1%
-10V...+10V 16 Bit

RESI-12AOU-SIO 12
Analog Outputs

12xAOU

RESI-12AOU-ETH

RESI-8RTD-SIO 8 
RTD Sensor Inputs

8xRTD
SENSORS: ±0.1%

24 Bit

PT100
PT200
PT500 
PT1000
NI120
NI1000-DIN43760
Ohm

RESI-8RTD-ETH

RS485 XT8
143x110x62mm

ETHERNET XT8
143x110x62mm

RS485 XT8
143x110x62mm

ETHERNET XT8
143x110x62mm

RS485 XT8
143x110x62mm

ETHERNET XT8
143x110x62mm

-10V...+10V ±0.1%
12 Bit

RESI-8RTD2-SIO 8 
RTD Sensor Inputs

8xRTD
SENSORS: ±0.1%

24 Bit

PT100
PT200
PT500 
PT1000
NI120
NI1000-DIN43760
Ohm

RESI-8RTD2-ETH

RS485 XT8
143x110x62mm

ETHERNET XT8
143x110x62mm

2-wire, 3-wire 
and 4-wire

2-wire



BIGIOs: COMBINED IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-34 

RESI-6DI6DO4AIOX-SIO RS485

4
Universal Inputs 

or Outputs

Each channel can be 
configured to:

Analog Input
or

Analog Output
or

RTD Sensor
Input

or
Digital Input

XT4
72x110x62mm

4xAIOX
Universal analog 
Inputs or outputs

ANALOG INPUTS
0...10V or 0..20mA or 4..20mA
 ±0.2% 16 Bit

ANALOG OUTPUTS
0...10V or 0..20mA or 4..20mA
 ±0.3% 13 Bit

RTD Sensors
0...80Ω 0.5%±0.5 16 Bit 

80...200Ω 0.3% 16 Bit 
200...10kΩ 0.2% 16 Bit 
10kΩ...20kΩ 0.3% 16 Bit

20kΩ...100kΩ 0.8% 16 Bit

100kΩ...200kΩ 1.0% 16 Bit

200kΩ...1MΩ 8.0% 16 Bit

LOGIC INPUT ≤40V ≤1.8mA
DRY CONTACT 0.5...24.5mA

RESI-6DI6DO4AIOX-ETH ETHERNET XT4
72x110x62mm

6
Digital Inputs

6xDI
LOGIC INPUT 12...48V= 

≤1.8mA

6
Digital Outputs

6xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.

RESI-6DI6DO8AIOX-SIO RS485 XT4
72x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-6DI6DO4AIOX-SIO

RESI-6DI6DO8AIOX-ETH ETHERNET XT4
72x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-6DI6DO4AIOX-ETH



BIGIOs: COMBINED IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-35 

RESI-16DI15DO4AIOX-SIO RS485

4
Universal Inputs 

or Outputs

Each channel can be 
configured to:

Analog Input
or

Analog Output
or

RTD Sensor
Input

or
Digital Input

XT8
143x110x62mm

4xAIOX
Universal analog 
Inputs or outputs

ANALOG INPUTS
0...10V or 0..20mA or 4..20mA
 ±0.2% 16 Bit

ANALOG OUTPUTS
0...10V or 0..20mA or 4..20mA
 ±0.3% 13 Bit

RTD Sensors
0...80Ω 0.5%±0.5 16 Bit 

80...200Ω 0.3% 16 Bit 
200...10kΩ 0.2% 16 Bit 
10kΩ...20kΩ 0.3% 16 Bit

20kΩ...100kΩ 0.8% 16 Bit

100kΩ...200kΩ 1.0% 16 Bit

200kΩ...1MΩ 8.0% 16 Bit

LOGIC INPUT ≤40V ≤1.8mA
DRY CONTACT 0.5...24.5mA

RESI-16DI15DO4AIOX-ETH ETHERNET XT8
143x110x62mm

16
Digital Inputs

16xDI
LOGIC INPUT 12...48V= 

≤1.8mA

15
Digital Outputs

15xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 1 group with 15 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.

RESI-16DI15DO8AIOX-SIO RS485 XT8
143x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-16DI15DO4AIOX-SIO

RESI-16DI15DO8AIOX-ETH ETHERNET XT8
143x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-16DI15DO4AIOX-ETH

RESI-16DI15DO16AIOX-SIO RS485 XT8
143x110x62mm

16xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-16DI15DO4AIOX-SIO

RESI-16DI15DO16AIOX-ETH ETHERNET XT8
143x110x62mm

16xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-16DI15DO4AIOX-ETH



BIGIOs: COMBINED IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-36 

RESI-32DI30DO4AIOX-SIO RS485

4
Universal Inputs 

or Outputs

Each channel can be 
configured to:

Analog Input
or

Analog Output
or

RTD Sensor
Input

or
Digital Input

XT12
213x110x62mm

4xAIOX
Universal analog 
Inputs or outputs

ANALOG INPUTS
0...10V or 0..20mA or 4..20mA
 ±0.2% 16 Bit

ANALOG OUTPUTS
0...10V or 0..20mA or 4..20mA
 ±0.3% 13 Bit

RTD Sensors
0...80Ω 0.5%±0.5 16 Bit 

80...200Ω 0.3% 16 Bit 
200...10kΩ 0.2% 16 Bit 
10kΩ...20kΩ 0.3% 16 Bit

20kΩ...100kΩ 0.8% 16 Bit

100kΩ...200kΩ 1.0% 16 Bit

200kΩ...1MΩ 8.0% 16 Bit

LOGIC INPUT ≤40V ≤1.8mA
DRY CONTACT 0.5...24.5mA

RESI-32DI30DO4AIOX-ETH ETHERNET XT12
213x110x62mm

32
Digital Inputs

32xDI
LOGIC INPUT 12...48V= 

≤1.8mA

30
Digital Outputs

30xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 2 group with 15 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.

RESI-32DI30DO8AIOX-SIO RS485 XT12
213x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-32DI30DO4AIOX-SIO

RESI-32DI30DO8AIOX-ETH ETHERNET XT12
213x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-32DI30DO4AIOX-ETH

RESI-32DI30DO16AIOX-SIO RS485 XT12
213x110x62mm

16xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-32DI30DO4AIOX-SIO

RESI-32DI30DO16AIOX-ETH ETHERNET XT12
213x110x62mm

16xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-32DI30DO4AIOX-ETH



BIGIOs: COMBINED IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-37 

RESI-64DI60DO4AIOX-SIO RS485

4
Universal Inputs 

or Outputs

Each channel can be 
configured to:

Analog Input
or

Analog Output
or

RTD Sensor
Input

or
Digital Input

XT12
213x110x62mm

4xAIOX
Universal analog 
Inputs or outputs

ANALOG INPUTS
0...10V or 0..20mA or 4..20mA
 ±0.2% 16 Bit

ANALOG OUTPUTS
0...10V or 0..20mA or 4..20mA
 ±0.3% 13 Bit

RTD Sensors
0...80Ω 0.5%±0.5 16 Bit 

80...200Ω 0.3% 16 Bit 
200...10kΩ 0.2% 16 Bit 
10kΩ...20kΩ 0.3% 16 Bit

20kΩ...100kΩ 0.8% 16 Bit

100kΩ...200kΩ 1.0% 16 Bit

200kΩ...1MΩ 8.0% 16 Bit

LOGIC INPUT ≤40V ≤1.8mA
DRY CONTACT 0.5...24.5mA

RESI-64DI60DO4AIOX-ETH ETHERNET XT12
213x110x62mm

64
Digital Inputs

64xDI
LOGIC INPUT 12...48V= 

≤1.8mA

60
Digital Outputs

60xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 4 group with 15 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.

RESI-64DI60DO8AIOX-SIO RS485 XT12
213x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-64DI60DO4AIOX-SIO

RESI-64DI60DO8AIOX-ETH ETHERNET XT12
213x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-64DI60DO4AIOX-ETH

RESI-64DI60DO16AIOX-SIO RS485 XT12
213x110x62mm

16xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-64DI60DO4AIOX-SIO

RESI-64DI60DO16AIOX-ETH ETHERNET XT12
213x110x62mm

16xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-64DI60DO4AIOX-ETH



BIGIOs: COMBINED IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-38 

RESI-32DI12RO4AIOX-SIO RS485

4
Universal Inputs 

or Outputs

Each channel can be 
configured to:

Analog Input
or

Analog Output
or

RTD Sensor
Input

or
Digital Input

XT12
213x110x62mm

4xAIOX
Universal analog 
Inputs or outputs

ANALOG INPUTS
0...10V or 0..20mA or 4..20mA
 ±0.2% 16 Bit

ANALOG OUTPUTS
0...10V or 0..20mA or 4..20mA
 ±0.3% 13 Bit

RTD Sensors
0...80Ω 0.5%±0.5 16 Bit 

80...200Ω 0.3% 16 Bit 
200...10kΩ 0.2% 16 Bit 
10kΩ...20kΩ 0.3% 16 Bit

20kΩ...100kΩ 0.8% 16 Bit

100kΩ...200kΩ 1.0% 16 Bit

200kΩ...1MΩ 8.0% 16 Bit

LOGIC INPUT ≤40V ≤1.8mA
DRY CONTACT 0.5...24.5mA

RESI-32DI12RO4AIOX-ETH ETHERNET XT12
213x110x62mm

32
Digital Inputs

32xDI
LOGIC INPUT 12...48V= 

≤1.8mA

12
Relay Outputs

12xRO RELAY OUTPUT ≤30V=
≤250V~ 
≤6A

12xForm A

RESI-32DI12RO8AIOX-SIO RS485 XT12
213x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-32DI12RO4AIOX-SIO

RESI-32DI12RO8AIOX-ETH ETHERNET XT12
213x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-32DI12RO4AIOX-ETH

RESI-32DI12RO16AIOX-SIO RS485 XT12
213x110x62mm

16xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-32DI12RO4AIOX-SIO

RESI-32DI12RO16AIOX-ETH ETHERNET XT12
213x110x62mm

16xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-32DI12RO4AIOX-ETH



BIGIOs: COMBINED IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-39 

RESI-32DI24RO4AIOX-SIO RS485

4
Universal Inputs 

or Outputs

Each channel can be 
configured to:

Analog Input
or

Analog Output
or

RTD Sensor
Input

or
Digital Input

XT12
213x110x62mm

4xAIOX
Universal analog 
Inputs or outputs

ANALOG INPUTS
0...10V or 0..20mA or 4..20mA
 ±0.2% 16 Bit

ANALOG OUTPUTS
0...10V or 0..20mA or 4..20mA
 ±0.3% 13 Bit

RTD Sensors
0...80Ω 0.5%±0.5 16 Bit 

80...200Ω 0.3% 16 Bit 
200...10kΩ 0.2% 16 Bit 
10kΩ...20kΩ 0.3% 16 Bit

20kΩ...100kΩ 0.8% 16 Bit

100kΩ...200kΩ 1.0% 16 Bit

200kΩ...1MΩ 8.0% 16 Bit

LOGIC INPUT ≤40V ≤1.8mA
DRY CONTACT 0.5...24.5mA

RESI-32DI24RO4AIOX-ETH ETHERNET XT12
213x110x62mm

32
Digital Inputs

32xDI
LOGIC INPUT 12...48V= 

≤1.8mA

24
Relay Outputs

24xRO RELAY OUTPUT ≤30V=
≤250V~ 
≤6A

24xForm A

RESI-32DI24RO8AIOX-SIO RS485 XT12
213x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-32DI24RO4AIOX-SIO

RESI-32DI24RO8AIOX-ETH ETHERNET XT12
213x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-32DI24RO4AIOX-ETH

RESI-32DI24RO16AIOX-SIO RS485 XT12
213x110x62mm

16xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-32DI24RO4AIOX-SIO

RESI-32DI24RO16AIOX-ETH ETHERNET XT12
213x110x62mm

16xAIOX
Universal analog 
Inputs or outputs

Rest like 

RESI-32DI24RO4AIOX-ETH



BIGIOs: COMBINED IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-40 

RESI-38DI6DO24RO8AIOX-SIO RS485

8
Universal Inputs 

or Outputs

Each channel can be 
configured to:

Analog Input
or

Analog Output
or

RTD Sensor
Input

or
Digital Input

XT12
213x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

ANALOG INPUTS
0...10V or 0..20mA or 4..20mA
 ±0.2% 16 Bit

ANALOG OUTPUTS
0...10V or 0..20mA or 4..20mA
 ±0.3% 13 Bit

RTD Sensors
0...80Ω 0.5%±0.5 16 Bit 

80...200Ω 0.3% 16 Bit 
200...10kΩ 0.2% 16 Bit 
10kΩ...20kΩ 0.3% 16 Bit

20kΩ...100kΩ 0.8% 16 Bit

100kΩ...200kΩ 1.0% 16 Bit

200kΩ...1MΩ 8.0% 16 Bit

LOGIC INPUT ≤40V ≤1.8mA
DRY CONTACT 0.5...24.5mA

RESI-38DI6DO24RO8AIOX-ETH ETHERNET XT12
213x110x62mm

38
Digital Inputs

38xDI
LOGIC INPUT 12...48V= 

≤1.8mA

24
Relay Outputs

24xRO RELAY OUTPUT ≤30V=
≤250V~ 
≤6A

24xForm A

6
Digital Outputs

6xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.



BIGIOs: COMBINED IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-41 

RESI-6DI6DO16RI8PO8AIOX-SIO RS485

8
Universal Inputs 

or Outputs

Each channel can be 
configured to:

Analog Input
or

Analog Output
or

RTD Sensor
Input

or
Digital Input

XT12
213x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

ANALOG INPUTS
0...10V or 0..20mA or 4..20mA
 ±0.2% 16 Bit

ANALOG OUTPUTS
0...10V or 0..20mA or 4..20mA
 ±0.3% 13 Bit

RTD Sensors
0...80Ω 0.5%±0.5 16 Bit 

80...200Ω 0.3% 16 Bit 
200...10kΩ 0.2% 16 Bit 
10kΩ...20kΩ 0.3% 16 Bit

20kΩ...100kΩ 0.8% 16 Bit

100kΩ...200kΩ 1.0% 16 Bit

200kΩ...1MΩ 8.0% 16 Bit

LOGIC INPUT ≤40V ≤1.8mA
DRY CONTACT 0.5...24.5mA

RESI-6DI6DO16RI8PO8AIOX-ETH ETHERNET XT12
213x110x62mm

6
Digital Inputs

6xDI
LOGIC INPUT 12...48V= 

≤1.8mA

6
Digital Outputs

6xDO
DIGITAL OUTPUT ≤30V= 

≤700mA

Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.

8
Bistable Power Relays

8xPO
16A

BISTABLE POWER
RELAY OUTPUT ≤250V~

≤16A
≤200µF

8xForm A
with manual override

16
Digital Inputs16xRI

LOGIC INPUT 12...250V~= 
≤1.8mA



BIGIOs: COMBINED IOs
Our powerful IO modules in a very slim housing with MODBUS/RTU or MODBUS/TCP host interface or ASCII text protocol. Control and 
monitor all integrated IOs via MODBUS registers or via simple ASCII text strings. Integrated WATCHDOG function sets all outputs to 
predefined states in case of a communication breakdown.

IO-42 

RESI-70DI66DO8AIOX-SIO RS485

8
Universal Inputs 

or Outputs

Each channel can be 
configured to:

Analog Input
or

Analog Output
or

RTD Sensor
Input

or
Digital Input

XT12
213x110x62mm

8xAIOX
Universal analog 
Inputs or outputs

ANALOG INPUTS
0...10V or 0..20mA or 4..20mA
 ±0.2% 16 Bit

ANALOG OUTPUTS
0...10V or 0..20mA or 4..20mA
 ±0.3% 13 Bit

RTD Sensors
0...80Ω 0.5%±0.5 16 Bit 

80...200Ω 0.3% 16 Bit 
200...10kΩ 0.2% 16 Bit 
10kΩ...20kΩ 0.3% 16 Bit

20kΩ...100kΩ 0.8% 16 Bit

100kΩ...200kΩ 1.0% 16 Bit

200kΩ...1MΩ 8.0% 16 Bit

LOGIC INPUT ≤40V ≤1.8mA
DRY CONTACT 0.5...24.5mA

RESI-70DI66DO8AIOX-ETH ETHERNET XT12
213x110x62mm

70
Digital Inputs

70xDI
LOGIC INPUT 12...48V= 

≤1.8mA

66
Digital Outputs

66xDO
DIGITAL OUTPUT ≤30V= 

≤700mA
Output is shortcut & over heat protected. 
Organized in 4 group with 15 outputs each
and 1 group with 6 outputs each.
Each output group is externally supplied.
Max. 1.8A power supply for output group.
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RESI-2RI-SIO

IO-45 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module offers two independent digital inputs for AC or DC signals 12-250V~=

CEM17
17.5x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail

RS232
RS485

12-48V=
Power supply

Functionality
IO module with 2 digital inputs for 12-250Vac/dc signals.
Common root contact for both inputs.
Both inputs are galvanic-ally insulated from the rest of the module.

2
Digital Inputs

LOGIC INPUT
galvanic insulated

common root contact

 12...250V~=
≤1.8mA



RESI-2RI-ETH

IO-46 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers two independent digital inputs for AC or DC signals 12-250V~=

CEM35
35.8x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

12-48V=
Power supply

Functionality
IO module with 2 digital inputs for 12-250Vac/dc signals.
Common root contact for both inputs.
Both inputs are galvanic-ally insulated from the rest of the module.

2
Digital Inputs

LOGIC INPUT
galvanic insulated

common root contact

 12...250V~=
≤1.8mA



RESI-4DI-SIO

IO-47 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module offers four independent digital inputs for DC signals 12-48V=

CEM17
17.5x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail

RS232
RS485

12-48V=
Power supply

Functionality
IO module with 4 digital inputs for 12-48dc signals.
Common root contact for all four inputs.

4
Digital Inputs

LOGIC INPUT
common root contact

 12...48V=
≤1.8mA



RESI-4DI-ETH

IO-48 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers four independent digital inputs for DC signals 12-48V=

CEM35
35.8x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

12-48V=
Power supply

Functionality
IO module with 4 digital inputs for 12-48dc signals.
Common root contact for all four inputs.

4
Digital Inputs

LOGIC INPUT
common root contact

 12...48V=
≤1.8mA



RESI-4DIBI-SIO

IO-49 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module offers four independent digital inputs for DC signals 12-48V=. The module can be used for dry or wet contact 
cabling.

CEM17
17.5x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail

RS232
RS485

12-48V=
Power supply

Functionality
IO module with 4 digital inputs for 12-48dc signals.
Common root or power supply contact for all four inputs.
All four inputs can be used as dry contacts or as wet contacts.

4
Digital Inputs

LOGIC INPUT
common root or power contact

 12...48V=
≤1.8mA

WET
CONTACT

DRY
CONTACT



RESI-4DIBI-ETH

IO-50 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers four independent digital inputs for DC signals 12-48V=. The module can be used for dry or wet contact 
cabling.

CEM35
35.8x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

12-48V=
Power supply

WET
CONTACT

DRY
CONTACT

Functionality
IO module with 4 digital inputs for 12-48dc signals.
Common root or power supply contact for all four inputs.
All four inputs can be used as dry contacts or as wet contacts.

4
Digital Inputs

LOGIC INPUT
common root or power contact

 12...48V=
≤1.8mA



RESI-4DO-SIO

IO-51 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module offers four independent digital outputs for DC signals with external power supply.

CEM17
17.5x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail

RS232
RS485

12-48V=
Power supply

Functionality
IO module with 4 digital output for DC signals.
Common root contact for all four outputs.
Each output is protected against thermal overheat and shortcut.
Output group is galvanic-ally insulated from rest of module.
External power supply for all outputs.

4
Digital Outputs

DIGITAL OUTPUT
common root contact
external power supply

≤30V=
≤700mA



RESI-4DO-ETH

IO-52 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers four independent digital outputs for DC signals with external power supply.

CEM35
35.8x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

12-48V=
Power supply

Functionality
IO module with 4 digital output for DC signals.
Common root contact for all four outputs.
Each output is protected against thermal overheat and shortcut.
Output group is galvanic-ally insulated from rest of module.
External power supply for all outputs.

4
Digital Outputs

DIGITAL OUTPUT
common root contact
external power supply

≤30V=
≤700mA



RESI-1RO-SIO

IO-53 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module offers one relay output with a Form C relay.

CEM17
17.5x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail

RS232
RS485

12-48V=
Power supply

1xFormC

Functionality
IO module with 1 relay output for switching AC or DC signals.

1
Relay Output

RELAY OUTPUT
Form C

≤30V=
≤250V~

≤8A
AgSnO2



RESI-1RO-ETH

IO-54 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers one relay output with a Form C relay.

Functionality
IO module with 1 relay output for switching AC or DC signals.

1
Relay

Output

RELAY OUTPUT
Form C

≤30V=
≤250V~

≤8A
AgSnO2

CEM35
35.8x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

12-48V=
Power supply

1xFormC



RESI-2RO-SIO

IO-55 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module offers two relay outputs with Form A relais.

CEM17
17.5x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail

RS232
RS485

12-48V=
Power supply

Functionality
IO module with 2 relay outputs for switching AC or DC signals.

2
Relay

Outputs

RELAY OUTPUT
2xForm A

common root contact

≤30V=
≤250V~

≤8A
AgSnO2

2xFormA



RESI-2RO-ETH

IO-56 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers two relay outputs with Form A relais.

CEM35
35.8x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

12-48V=
Power supply

2xFormA

Functionality
IO module with 2 relay outputs for switching AC or DC signals.

2
Relay

Outputs

RELAY OUTPUT
2xForm A

common root contact

≤30V=
≤250V~

≤8A
AgSnO2



RESI-2SSR-xA-SIO

IO-57 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module offers two solid state relay outputs with Form A solid state relays.

CEM17
17.5x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail

RS232
RS485

12-48V=
Power supply

2xFormA

Functionality
IO module with 2 solid state outputs for switching AC or DC signals.
Three variants:
RESI-2SSR-1A-xxx: Solid state relais with ≤230V~=, ≤1A
RESI-2SSR-3A-xxx: Solid state relais with ≤60V~=, ≤3A
RESI-2SSR-6A-xxx: Solid state relais with ≤60V~=, ≤6A

2
Solid State
Outputs

SOLID STATE OUTPUT
2xForm A

≤230V~=
≤1A

or

≤60V~=
≤3A

or

≤60V~=
≤6A



RESI-2SSR-xA-ETH

IO-58 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers two solid state relay outputs with Form A solid state relays

CEM35
35.8x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

12-48V=
Power supply

2xFormA

Functionality
IO module with 2 solid state outputs for switching AC or DC signals.
Three variants:
RESI-2SSR-1A-xxx: Solid state relais with ≤230V~=, ≤1A
RESI-2SSR-3A-xxx: Solid state relais with ≤60V~=, ≤3A
RESI-2SSR-6A-xxx: Solid state relais with ≤60V~=, ≤6A

2
Solid State
Outputs

SOLID STATE OUTPUT
2xForm A

≤230V~=
≤1A

or

≤60V~=
≤3A

or

≤60V~=
≤6A



RESI-1LED-SIO

IO-59 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module is a three channel PWM dimmer module for LED stripes with constant voltage and common anode.

CEM17
17.5x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail

RS232
RS485

12-48V=
Power supply

Functionality
IO module with 3 PWM outputs for dimming LED stripes with constant voltage and 
common anode.
Module is designed for RGB, dual white or mono colour LED stripes.
Each channel can drive 5A maximum current.
External power supply for LED stripes (e.g. 12V= or 24V=) ≤60V= and ≤15A necessary.

3
PWM Outputs

PWM OUTPUT
for LED Stripes

≤60V=
≤5A/channel



RESI-1LED-ETH

IO-60 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module is a three channel PWM dimmer module for LED stripes with constant voltage and common anode.

CEM35
35.8x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

12-48V=
Power supply

Functionality
IO module with 3 PWM outputs for dimming LED stripes with constant voltage and 
common anode.
Module is designed for RGB, dual white or mono colour LED stripes.
Each channel can drive 5A maximum current.
External power supply for LED stripes (e.g. 12V= or 24V=) ≤60V= and ≤15A necessary.

3
PWM Outputs

PWM OUTPUT
for LED Stripes

≤60V=
≤5A/channel



RESI-2LEDWS-SIO

IO-61 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module is a two channel module to control up to 512 WS28xx LEDs on each channel.

CEM17
17.5x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail

RS232
RS485

12-48V=
Power supply

Functionality
IO module with 2 channels to control intelligent WS28xx LED stripes.
Each LED stripe can have up to 512 LEDs, which are individually controllable.
We support RGB and RGBW LED stripes.
External power supply for LED stripes with +5V or +12V necessary.

2 Channels
512 LEDs/channel

PROTOCOL OUTPUT
for WS28xx LED Stripes

+5V or +12V
LED supply



RESI-2LEDWS-ETH

IO-62 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module is a two channel module to control up to 512 WS28xx LEDs on each channel.

CEM35
35.8x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

12-48V=
Power supply

Functionality
IO module with 2 channels to control intelligent WS28xx LED stripes.
Each LED stripe can have up to 512 LEDs, which are individually controllable.
We support RGB and RGBW LED stripes.
External power supply for LED stripes with +5V or +12V necessary.

2 Channels
512 LEDs/channel

PROTOCOL OUTPUT
for WS28xx LED Stripes

+5V or +12V
LED supply



RESI-S4AIOX-SIO

IO-63 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module offers 4 universal inputs or outputs for analogue or digital signals or RTD sensors.

CEM17
17.5x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail

RS232
RS485

12-48V=
Power supply

Functionality
IO module with 4 universal inputs or outputs. 
Each channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA
AO: 0/2-10V, 0/4-20mA
RTD: 0-1MΩ
DI: max 30Vdc Signals or dry contact

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA



RESI-S4AIOX-ETH

IO-64 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 4 universal inputs or outputs for analogue or digital signals or RTD sensors.

CEM35
35.8x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail

RS232
RS485

12-48V=
Power supply

Functionality
IO module with 4 universal inputs or outputs. 
Each channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA
AO: 0/2-10V, 0/4-20mA
RTD: 0-1MΩ
DI: max 30Vdc Signals or dry contact

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA



RESI-4AIU-SIO

IO-65 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module offers four independent analog inputs for DC signals in the range of -10V….+10V.

CEM17
17.5x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail

RS232
RS485

12-48V=
Power supply

Functionality
IO module with 4 analogue inputs for DC signals.
Input signal in the range of -10V and +10V.

Input group is galvanic-ally insulated from rest of module.

4
Analog Inputs

ANALOG INPUTS
galvanic insulated

0...10V
-10V...+10V

±0.1%
16bit



RESI-4AIU-ETH

IO-66 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers four independent analog inputs for DC signals in the range of -10V….+10V.

CEM35
35.8x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

12-48V=
Power supply

Functionality
IO module with 4 analogue inputs for DC signals.
Input signal in the range of -10V and +10V.

Input group is galvanic-ally insulated from rest of module.

4
Analog Inputs

ANALOG INPUTS
galvanic insulated

0...10V
-10V...+10V

±0.1%
16bit



RESI-4AOU-SIO

IO-67 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module offers four independent analog outputs for DC signals in the range of -10V….+10V.

CEM17
17.5x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail

RS232
RS485

12-48V=
Power supply

Functionality
IO module with 4 analogue outputs for DC signals.
Output signal in the range of -10V and +10V.

Output group is galvanic-ally insulated from rest of module.

4
Analog Outputs

ANALOG OUTPUTS
galvanic insulated

0...10V
-10V...+10V

±0.1%
12bit



RESI-4AOU-ETH

IO-68 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers four independent analog outputs for DC signals in the range of -10V….+10V.

CEM35
35.8x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

12-48V=
Power supply

Functionality
IO module with 4 analogue outputs for DC signals.
Output signal in the range of -10V and +10V.

Output group is galvanic-ally insulated from rest of module.

4
Analog Outputs

ANALOG OUTPUTS
galvanic insulated

0...10V
-10V...+10V

±0.1%
12bit



RESI-2AIU2AOU-SIO

IO-69 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module offers two analog inputs and two analog outputs for DC signals in the range of 0V….+10V.

CEM17
17.5x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail

RS232
RS485

12-48V=
Power supply

Functionality
IO module with 2 analogue inputs and outputs for DC signals.
Input/Output signal in the range of 0V and +10V.

Input and output group is galvanic-ally insulated from rest of module.

2
Analog Inputs

and

2
Analog Outputs

ANALOG INPUTS
galvanic insulated

ANALOG OUTPUTS
galvanic insulated

0...10V

±0.5%
12bit

0...10V

±0.5%
12bit



RESI-2AIU2AOU-ETH

IO-70 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers two analog inputs and two analog outputs for DC signals in the range of 0V….+10V.

CEM35
35.8x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

12-48V=
Power supply

Functionality
IO module with 2 analogue inputs and outputs for DC signals.
Input/Output signal in the range of 0V and +10V.

Input and output group is galvanic-ally insulated from rest of module.

2
Analog Inputs

and

2
Analog Outputs

ANALOG INPUTS
galvanic insulated

ANALOG OUTPUTS
galvanic insulated

0...10V

±0.5%
12bit

0...10V

±0.5%
12bit



RESI-2RTD-SIO

IO-71 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module offers two RTD sensor inputs for RTD Sensors like PT100, PT1000, NI1000,...

CEM17
17.5x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail

RS232
RS485

12-48V=
Power supply

Functionality
IO module with 2 RTD sensor inputs for RTD sensors.
Various RTD sensors can be used with the module. 
2-wire, 3-wire or 4-wire sensor connection.
Each channel can be configured to different type of RTD sensor.

RTD sensor input group is galvanic-ally insulated from rest of module.

2
RTD Sensor 

Inputs

RTD SENSOR INPUTS

PT100
PT200
PT500
PT1000
NI120

NI1000-DI43760
OHM

±0.1%
24bit



RESI-2RTD-ETH

IO-72 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers two RTD sensor inputs for RTD Sensors like PT100, PT1000, NI1000,...

CEM35
35.8x90x56.4mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

12-48V=
Power supply

Functionality
IO module with 2 RTD sensor inputs for RTD sensors.
Various RTD sensors can be used with the module. 
2-wire, 3-wire or 4-wire sensor connection.
Each channel can be configured to different type of RTD sensor.

RTD sensor input group is galvanic-ally insulated from rest of module.

2
RTD Sensor 

Inputs

RTD SENSOR INPUTS

PT100
PT200
PT500
PT1000
NI120

NI1000-DI43760
OHM

±0.1%
24bit
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RESI-14RI-SIO

IO-74 

Functionality
IO module with 14 digital inputs for 12-250Vac/dc signals.
Every input with own common contact to use different AC or DC supplies for every input.
All inputs are galvanic-ally insulated from the rest of the module.

14
Digital Inputs

LOGIC INPUT
Each input has its own 2pin 

plug-in terminal

 12...250V~=
≤1.8mA

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 14 independent digital inputs for AC or DC signals 12-250V~=

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall



RESI-14RI-ETH

IO-75 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 14 independent digital inputs for AC or DC signals 12-250V~=

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 14 digital inputs for 12-250Vac/dc signals.
Every input with own common contact to use different AC or DC supplies for every input.
All inputs are galvanic-ally insulated from the rest of the module.

14
Digital Inputs

LOGIC INPUT
Each input has its own 2pin 

plug-in terminal

 12...250V~=
≤1.8mA



RESI-48RI-SIO

IO-76 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 48 independent digital inputs for AC or DC signals 12-250V~=

Functionality
IO module with 48 digital inputs for 12-250Vac/dc signals.
Inputs are organized in 4 groups with 12 inputs each.
Own common contacts for every group to use different AC or DC supplies for each group.
All inputs are galvanic-ally insulated from the rest of the module.

48
Digital Inputs

LOGIC INPUT
galvanic insulated

common contacts per group

 12...250V~=
≤1.8mA

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall



RESI-48RI-ETH

IO-77 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 48 independent digital inputs for AC or DC signals 12-250V~=

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 48 digital inputs for 12-250Vac/dc signals.
Inputs are organized in 4 groups with 12 inputs each.
Own common contacts for every group to use different AC or DC supplies for each group.
All inputs are galvanic-ally insulated from the rest of the module.

48
Digital Inputs

LOGIC INPUT
galvanic insulated

common contacts per group

 12...250V~=
≤1.8mA



RESI-6DI-SIO

IO-78 

Functionality
IO module with 6 digital inputs for 12-48Vdc signals.

6
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 6 digital inputs for DC signals 12-48V=

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall



RESI-6DI-ETH

IO-79 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 6 digital inputs for DC signals 12-48V=

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 6 digital inputs for 12-48Vdc signals.

6
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-12DI-SIO

IO-80 

Functionality
IO module with 12 digital inputs for 12-48Vdc signals.

12
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 12 digital inputs for DC signals 12-48V=

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall



RESI-12DI-ETH

IO-81 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 12 digital inputs for DC signals 12-48V=

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 12 digital inputs for 12-48Vdc signals.

12
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-24DI-SIO

IO-82 

Functionality
IO module with 24 digital inputs for 12-48Vdc signals.

24
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 24 digital inputs for DC signals 12-48V=

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall



RESI-24DI-ETH

IO-83 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 24 digital inputs for DC signals 12-48V=

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 24 digital inputs for 12-48Vdc signals.

24
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-32DI-SIO

IO-84 

Functionality
IO module with 32 digital inputs for 12-48Vdc signals.

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 32 digital inputs for DC signals 12-48V=

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall



RESI-32DI-ETH

IO-85 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 32 digital inputs for DC signals 12-48V=

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 32 digital inputs for 12-48Vdc signals.

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-64DI-SIO

IO-86 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 64 digital inputs for DC signals 12-48V=

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 64 digital inputs for 12-48Vdc signals.

64
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-64DI-ETH

IO-87 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 64 digital inputs for DC signals 12-48V=

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 64 digital inputs for 12-48Vdc signals.

64
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-128DI-SIO

IO-88 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 128 digital inputs for DC signals 12-48V=

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 128 digital inputs for 12-48Vdc signals.

128
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-128DI-ETH

IO-89 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 128 digital inputs for DC signals 12-48V=

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 128 digital inputs for 12-48Vdc signals.

128
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-152DI-SIO

IO-90 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 152 digital inputs for DC signals 12-48V=

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 152 digital inputs for 12-48Vdc signals.

152
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-152DI-ETH

IO-91 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 152 digital inputs for DC signals 12-48V=

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 152 digital inputs for 12-48Vdc signals.

152
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-6DO-SIO

IO-92 

Functionality
IO module with 6 digital outputs for ≤30Vdc signals.
Each group of 6 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

16Digital Outputs DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 6 digital outputs for DC signals ≤30V=.

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall



RESI-6DO-ETH

IO-93 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 6 digital outputs for DC signals ≤30V=.

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 6 digital outputs for ≤30Vdc signals.
Each group of 6 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

6
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA



RESI-12DO-SIO

IO-94 

Functionality
IO module with 12 digital outputs for ≤30Vdc signals.
Each group of 6 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

12
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 12 digital outputs for DC signals ≤30V=.

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall



RESI-12DO-ETH

IO-95 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 12 digital outputs for DC signals ≤30V=.

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 12 digital outputs for ≤30Vdc signals.
Each group of 6 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

12
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA



RESI-24DO-SIO

IO-96 

Functionality
IO module with 24 digital outputs for ≤30Vdc signals.
Each group of 12 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

24
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 12 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 24 digital outputs for DC signals ≤30V=.

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall



RESI-24DO-ETH

IO-97 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 24 digital outputs for DC signals ≤30V=.

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 24 digital outputs for ≤30Vdc signals.
Each group of 12 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

24
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 12 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA



RESI-30DO-SIO

IO-98 

Functionality
IO module with 30 digital outputs for ≤30Vdc signals.
Each group of 15 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

30
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 30 digital outputs for DC signals ≤30V=.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall



RESI-30DO-ETH

IO-99 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 30 digital outputs for DC signals ≤30V=.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 30 digital outputs for ≤30Vdc signals.
Each group of 15 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

30
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA



RESI-60DO-SIO

IO-100 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface.  
The IO module offers 60 digital outputs for DC signals ≤30V=.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 60 digital outputs for ≤30Vdc signals.
Each group of 15 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

60
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 4 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA



RESI-60DO-ETH

IO-101 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 60 digital outputs for DC signals ≤30V=.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 60 digital outputs for ≤30Vdc signals.
Each group of 15 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

60
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 4 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA



RESI-90DO-SIO

IO-102 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface.  
The IO module offers 90 digital outputs for DC signals ≤30V=.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 90 digital outputs for ≤30Vdc signals.
Each group of 15 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

90
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 6 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA



RESI-90DO-ETH

IO-103 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 90 digital outputs for DC signals ≤30V=.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 90 digital outputs for ≤30Vdc signals.
Each group of 15 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

90
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 6 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA



RESI-12DOI-SIO

IO-104 

Functionality
IO module with 12 digital outputs for ≤30Vac/dc signals.
Each group of 6 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.
Additional current measurement for every output channel

12
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V~=
≤700mA

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 12 digital outputs for AC/DC signals ≤30V~= with integrated current measurement.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall



RESI-12DOI-ETH

IO-105 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 12 digital outputs for AC/DC signals ≤30V~= with integrated current measurement.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 12 digital outputs for ≤30Vac/dc signals.
Each group of 6 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.
Additional current measurement for every output channel

12
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V~=
≤700mA



RESI-8CO-SIO

IO-106 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 8 Form C relay outputs for AC/DC signals.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall 8xFormC

Functionality
IO module with 8 relay outputs for switching AC or DC signals.

8
Relay 

Outputs

RELAY OUTPUT
Form C

≤30V=
≤250V~

≤8A
AgSnO2



RESI-8CO-ETH

IO-107 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 8 Form C relay outputs for AC/DC signals.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall 8xFormC

Functionality
IO module with 8 relay outputs for switching AC or DC signals.

8
Relay 

Outputs

RELAY OUTPUT
Form C

≤30V=
≤250V~

≤8A
AgSnO2



RESI-8COBI-SIO

IO-108 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 8 bistable Form C relay outputs for AC/DC signals.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

8x
bistable FormC

Functionality
IO module with 8 bistable relay outputs for switching AC or DC signals.

8
Bistable
Relay 

Outputs

RELAY OUTPUT
bistable Form C relays

≤30V=
≤250V~

≤8A
AgSnO2



RESI-8COBI-ETH

IO-109 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 8 bistable Form C relay outputs for AC/DC signals.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

8x
bistable FormC

Functionality
IO module with 8 bistable relay outputs for switching AC or DC signals.

8
Bistable
Relay 

Outputs

RELAY OUTPUT
bistable Form C relays

≤30V=
≤250V~

≤8A
AgSnO2



RESI-8RO-SIO

IO-110 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 8 Form A relay outputs for AC/DC signals with common power supply+root contacts.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
common power

Functionality
IO module with 8 relay outputs for switching AC or DC signals.
All 8 relay outputs have a common power supply terminal.

8
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2



RESI-8RO-ETH

IO-111 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 8 Form A relay outputs for AC/DC signals with common power supply+root contacts.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
common power

Functionality
IO module with 8 relay outputs for switching AC or DC signals.
All 8 relay outputs have a common power supply terminal.

8
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2



RESI-12RO-SIO

IO-112 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 12 Form A relay outputs for AC/DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall 12xFormA

Functionality
IO module with 12 relay outputs for switching AC or DC signals.

12
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2



RESI-12RO-ETH

IO-113 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 12 Form A relay outputs for AC/DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall 12xFormA

Functionality
IO module with 12 relay outputs for switching AC or DC signals.

12
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2



RESI-16RO-SIO

IO-114 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 16 Form A relay outputs for AC/DC signals with common power supply+root contacts.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

16xFormA
common power

Functionality
IO module with 16 relay outputs for switching AC or DC signals.
All 16 relay outputs have a common power supply terminal.

16
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2



RESI-16RO-ETH

IO-115 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 16 Form A relay outputs for AC/DC signals with common power supply+root contacts.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

16xFormA
common power

Functionality
IO module with 16 relay outputs for switching AC or DC signals.
All 16 relay outputs have a common power supply terminal.

16
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2



RESI-24RO-SIO

IO-116 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 24 Form A relay outputs for AC/DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall 24xFormA

Functionality
IO module with 24 relay outputs for switching AC or DC signals.

24
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2



RESI-24RO-ETH

IO-117 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 24 Form A relay outputs for AC/DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall 24xFormA

Functionality
IO module with 24 relay outputs for switching AC or DC signals.

24
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2



RESI-10SSR-xA-SIO

IO-118 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 10 solid state relay outputs with Form A solid state relays.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall 10xFormA

Functionality
IO module with 10 solid state outputs for switching AC or DC signals.
Three variants:
RESI-10SSR-1A-xxx: Solid state relais with ≤230V~=, ≤1A
RESI-10SSR-3A-xxx: Solid state relais with ≤60V~=, ≤3A
RESI-10SSR-6A-xxx: Solid state relais with ≤60V~=, ≤6A

10
Solid State
Outputs

SOLID STATE OUTPUT
10xForm A

≤230V~=
≤1A

or

≤60V~=
≤3A

or

≤60V~=
≤6A



RESI-10SSR-xA-ETH

IO-119 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 10 solid state relay outputs with Form A solid state relays.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall 10xFormA

Functionality
IO module with 10 solid state outputs for switching AC or DC signals.
Three variants:
RESI-10SSR-1A-xxx: Solid state relais with ≤230V~=, ≤1A
RESI-10SSR-3A-xxx: Solid state relais with ≤60V~=, ≤3A
RESI-10SSR-6A-xxx: Solid state relais with ≤60V~=, ≤6A

10
Solid State
Outputs

SOLID STATE OUTPUT
10xForm A

≤230V~=
≤1A

or

≤60V~=
≤3A

or

≤60V~=
≤6A



RESI-20SSR-xA-SIO

IO-120 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 20 solid state relay outputs with Form A solid state relays.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall 20xFormA

Functionality
IO module with 20 solid state outputs for switching AC or DC signals.
Three variants:
RESI-20SSR-1A-xxx: Solid state relais with ≤230V~=, ≤1A
RESI-20SSR-3A-xxx: Solid state relais with ≤60V~=, ≤3A
RESI-20SSR-6A-xxx: Solid state relais with ≤60V~=, ≤6A

20
Solid State
Outputs

SOLID STATE OUTPUT
20xForm A

≤230V~=
≤1A

or

≤60V~=
≤3A

or

≤60V~=
≤6A



RESI-20SSR-xA-ETH

IO-121 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 20 solid state relay outputs with Form A solid state relays.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall 20xFormA

Functionality
IO module with 20 solid state outputs for switching AC or DC signals.
Three variants:
RESI-20SSR-1A-xxx: Solid state relais with ≤230V~=, ≤1A
RESI-20SSR-3A-xxx: Solid state relais with ≤60V~=, ≤3A
RESI-20SSR-6A-xxx: Solid state relais with ≤60V~=, ≤6A

20
Solid State
Outputs

SOLID STATE OUTPUT
20xForm A

≤230V~=
≤1A

or

≤60V~=
≤3A

or

≤60V~=
≤6A



RESI-7RI5SSR-xA-SIO

IO-122 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 7 independent digital inputs for AC or DC signals 12-250V~= and 
5 solid state relay outputs with Form A solid state relays.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall 5xFormA

Functionality
IO module with 7 digital inputs for 12-250Vac/dc signals and 5 solid state 
outputs for switching AC or DC signals. Every input with own common contact to use different 
AC or DC supplies for every input.
RESI-7RI5SSR-1A-xxx: Solid state relais with ≤230V~=, ≤1A
RESI-7RI5SSR-3A-xxx: Solid state relais with ≤60V~=, ≤3A
RESI-7RI5SSR-6A-xxx: Solid state relais with ≤60V~=, ≤6A

5
Solid State
Outputs

SOLID STATE OUTPUT
5xForm A

≤230V~=
≤1A

or

≤60V~=
≤3A

or

≤60V~=
≤6A

7
Digital Inputs

LOGIC INPUT
Each input has its own 2pin 

plug-in terminal

 12...250V~=
≤1.8mA



RESI-7RI5SSR-xA-ETH

IO-123 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 7 independent digital inputs for AC or DC signals 12-250V~= and 
5 solid state relay outputs with Form A solid state relays.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall 5xFormA

Functionality
IO module with 7 digital inputs for 12-250Vac/dc signals and 5 solid state 
outputs for switching AC or DC signals. Every input with own common contact to use different 
AC or DC supplies for every input.
RESI-7RI5SSR-1A-xxx: Solid state relais with ≤230V~=, ≤1A
RESI-7RI5SSR-3A-xxx: Solid state relais with ≤60V~=, ≤3A
RESI-7RI5SSR-6A-xxx: Solid state relais with ≤60V~=, ≤6A

5
Solid State
Outputs

SOLID STATE OUTPUT
5xForm A

≤230V~=
≤1A

or

≤60V~=
≤3A

or

≤60V~=
≤6A

7
Digital Inputs

LOGIC INPUT
Each input has its own 2pin 

plug-in terminal

 12...250V~=
≤1.8mA



RESI-14RI10SSR-xA-SIO

IO-124 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 14 independent digital inputs for AC or DC signals 12-250V~= and 
10 solid state relay outputs with Form A solid state relays.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall 10xFormA

Functionality
IO module with 14 digital inputs for 12-250Vac/dc signals and 10 solid state 
outputs for switching AC or DC signals. Every input with own common contact to use different 
AC or DC supplies for every input.
RESI-14RI10SSR-1A-xxx: Solid state relais with ≤230V~=, ≤1A
RESI-14RI10SSR-3A-xxx: Solid state relais with ≤60V~=, ≤3A
RESI-14RI10SSR-6A-xxx: Solid state relais with ≤60V~=, ≤6A

10
Solid State
Outputs

SOLID STATE OUTPUT
10xForm A

≤230V~=
≤1A

or

≤60V~=
≤3A

or

≤60V~=
≤6A

14
Digital Inputs

LOGIC INPUT
Each input has its own 2pin 

plug-in terminal

 12...250V~=
≤1.8mA



RESI-14RI10SSR-xA-ETH

IO-125 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 14 independent digital inputs for AC or DC signals 12-250V~= and 
10 solid state relay outputs with Form A solid state relays.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall 10xFormA

Functionality
IO module with 14 digital inputs for 12-250Vac/dc signals and 10 solid state 
outputs for switching AC or DC signals. Every input with own common contact to use different 
AC or DC supplies for every input.
RESI-14RI10SSR-1A-xxx: Solid state relais with ≤230V~=, ≤1A
RESI-14RI10SSR-3A-xxx: Solid state relais with ≤60V~=, ≤3A
RESI-14RI10SSR-6A-xxx: Solid state relais with ≤60V~=, ≤6A

10
Solid State
Outputs

SOLID STATE OUTPUT
10xForm A

≤230V~=
≤1A

or

≤60V~=
≤3A

or

≤60V~=
≤6A

14
Digital Inputs

LOGIC INPUT
Each input has its own 2pin 

plug-in terminal

 12...250V~=
≤1.8mA



RESI-S8PO-SIO

IO-126 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 8 bistable power relay outputs with manual override for AC and DC signals.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
Manual override

Functionality
IO module with 8 bistable power relay outputs for switching AC or DC signals 
especially for capacitive loads.

8
bistable 
Power 
Relay 

Outputs

BISTABLE RELAY OUTPUT
Form A

≤30V=
≤250V~

≤16A
≤200µF
AgSnO2



RESI-S8PO-ETH

IO-127 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 8 bistable power relay outputs with manual override for AC and DC signals.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
Manual override

Functionality
IO module with 8 bistable power relay outputs for switching AC or DC signals 
especially for capacitive loads.

8
bistable 
Power 
Relay 

Outputs

BISTABLE RELAY OUTPUT
Form A

≤30V=
≤250V~

≤16A
≤200µF
AgSnO2



RESI-S16DI8PO-SIO

IO-128 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 16 digital inputs for DC signals 12-48V and 
8 bistable power relay outputs with manual override for AC and DC signals.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
Manual override

Functionality
IO module with 16 digital inputs for 12-48Vdc signals and 
8 bistable power relay outputs for switching AC or DC signals 
especially for capacitive loads.

8
bistable 
Power 
Relay 

Outputs

BISTABLE RELAY OUTPUT
Form A

≤30V=
≤250V~

≤16A
≤200µF
AgSnO2

16
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-S16DI8PO-ETH

IO-129 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 16 digital inputs for DC signals 12-48V and 
8 bistable power relay outputs with manual override for AC and DC signals.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
Manual override

Functionality
IO module with 16 digital inputs for 12-48Vdc signals and 
8 bistable power relay outputs for switching AC or DC signals 
especially for capacitive loads.

8
bistable 
Power 
Relay 

Outputs

BISTABLE RELAY OUTPUT
Form A

≤30V=
≤250V~

≤16A
≤200µF
AgSnO2

16
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-S12PO-SIO

IO-130 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 12 bistable power relay outputs with manual override for AC and DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

12xFormA
Manual override

Functionality
IO module with 12 bistable power relay outputs for switching AC or DC signals 
especially for capacitive loads.

12
bistable 
Power 
Relay 

Outputs

BISTABLE RELAY OUTPUT
Form A

≤30V=
≤250V~

≤16A
≤200µF
AgSnO2



RESI-S12PO-ETH

IO-131 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 12 bistable power relay outputs with manual override for AC and DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

12xFormA
Manual override

Functionality
IO module with 12 bistable power relay outputs for switching AC or DC signals 
especially for capacitive loads.

12
bistable 
Power 
Relay 

Outputs

BISTABLE RELAY OUTPUT
Form A

≤30V=
≤250V~

≤16A
≤200µF
AgSnO2



RESI-S20RI12PO-SIO

IO-132 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 20 digital inputs for AC and DC signals 12-250V~= and 
12 bistable power relay outputs with manual override for AC and DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

12xFormA
Manual override

Functionality
IO module with 20 digital inputs for 12-250Vac/dc signals and 12 bistable power relay outputs 
for switching AC or DC signals especially for capacitive loads.
 
Inputs are organized in 1 group with 20 inputs each.
Own common contact for group to use different AC or DC supplies for complete group.
All inputs are galvanic-ally insulated from the rest of the module.

12
bistable 
Power 
Relay 

Outputs

BISTABLE RELAY OUTPUT
Form A

≤30V=
≤250V~

≤16A
≤200µF
AgSnO2

20
Digital Inputs

LOGIC INPUT
galvanic insulated

common contacts per group

 12...250V~=
≤1.8mA



RESI-S20RI12PO-ETH

IO-133 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 20 digital inputs for AC and DC signals 12-250V~= and 
12 bistable power relay outputs with manual override for AC and DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

12xFormA
Manual override

Functionality
IO module with 20 digital inputs for 12-250Vac/dc signals and 12 bistable power relay outputs 
for switching AC or DC signals especially for capacitive loads.
 
Inputs are organized in 1 group with 20 inputs each.
Own common contact for group to use different AC or DC supplies for complete group.
All inputs are galvanic-ally insulated from the rest of the module.

12
bistable 
Power 
Relay 

Outputs

BISTABLE RELAY OUTPUT
Form A

≤30V=
≤250V~

≤16A
≤200µF
AgSnO2

20
Digital Inputs

LOGIC INPUT
galvanic insulated

common contacts per group

 12...250V~=
≤1.8mA



RESI-8PO-SIO

IO-134 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 8 bistable power relay outputs with manual override for AC and DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
Manual override

Functionality
IO module with 8 bistable power relay outputs for switching AC or DC signals 
especially for capacitive loads.

8
bistable 
Power 
Relay 

Outputs

BISTABLE RELAY OUTPUT
Form A

≤30V=
≤250V~

≤16A
≤200µF
AgSnO2



RESI-8PO-ETH

IO-135 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 8 bistable power relay outputs with manual override for AC and DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
Manual override

Functionality
IO module with 8 bistable power relay outputs for switching AC or DC signals 
especially for capacitive loads.

8
bistable 
Power 
Relay 

Outputs

BISTABLE RELAY OUTPUT
Form A

≤30V=
≤250V~

≤16A
≤200µF
AgSnO2



RESI-16RI8PO-SIO

IO-136 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 16 digital inputs for AC and DC signals 12-250V~= and 
8 bistable power relay outputs with manual override for AC and DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
Manual override

Functionality
IO module with 16 digital inputs for 12-250Vac/dc signals and 8 bistable power relay outputs 
for switching AC or DC signals especially for capacitive loads.
 
Inputs are organized in 2 groups with 8 inputs each.
Own common contacts for every group to use different AC or DC supplies for each group.
All inputs are galvanic-ally insulated from the rest of the module.

8
bistable 
Power 
Relay 

Outputs

BISTABLE RELAY OUTPUT
Form A

≤30V=
≤250V~

≤16A
≤200µF
AgSnO2

16
Digital Inputs

LOGIC INPUT
galvanic insulated

common contacts per group

 12...250V~=
≤1.8mA



RESI-16RI8PO-ETH

IO-137 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 16 digital inputs for AC and DC signals 12-250V~= and 
8 bistable power relay outputs with manual override for AC and DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
Manual override

Functionality
IO module with 16 digital inputs for 12-250Vac/dc signals and 8 bistable power relay outputs 
for switching AC or DC signals especially for capacitive loads.
 
Inputs are organized in 2 groups with 8 inputs each.
Own common contacts for every group to use different AC or DC supplies for each group.
All inputs are galvanic-ally insulated from the rest of the module.

8
bistable 
Power 
Relay 

Outputs

BISTABLE RELAY OUTPUT
Form A

≤30V=
≤250V~

≤16A
≤200µF
AgSnO2

16
Digital Inputs

LOGIC INPUT
galvanic insulated

common contacts per group

 12...250V~=
≤1.8mA



RESI-6DI6DO-SIO

IO-138 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface.  
The IO module offers 6 digital inputs for DC signals 12-48V= and 6 digital outputs for DC signals ≤30V=.

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 6 digital inputs for 12-48Vdc signals and 6 digital outputs for ≤30Vdc signals.
Each group of 6 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

6
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

6
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-6DI6DO-ETH

IO-139 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 6 digital inputs for DC signals 12-48V= and 6 digital outputs for DC signals ≤30V=.

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 6 digital inputs for 12-48Vdc signals and 6 digital outputs for ≤30Vdc signals.
Each group of 6 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

6
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

6
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-12DI12DO-SIO

IO-140 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface.  
The IO module offers 12 digital inputs for DC signals 12-48V= and 12 digital outputs for DC signals ≤30V=.

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 12 digital inputs for 12-48Vdc signals 
and 12 digital outputs for ≤30Vdc signals.
Each group of 6 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

12
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

12
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-12DI12DO-ETH

IO-141 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 12 digital inputs for DC signals 12-48V= and 12 digital outputs for DC signals ≤30V=.

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 12 digital inputs for 12-48Vdc signals 
and 12 digital outputs for ≤30Vdc signals.
Each group of 6 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

12
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

12
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-16DI15DO-SIO

IO-142 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface.  
The IO module offers 16 digital inputs for DC signals 12-48V= and 15 digital outputs for DC signals ≤30V=.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 16 digital inputs for 12-48Vdc signals 
and 15 digital outputs for ≤30Vdc signals.
Each group of 15 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

15
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

16
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-16DI15DO-ETH

IO-143 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 16 digital inputs for DC signals 12-48V= and 15 digital outputs for DC signals ≤30V=.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 16 digital inputs for 12-48Vdc signals 
and 15 digital outputs for ≤30Vdc signals.
Each group of 15 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

15
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

16
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-32DI30DO-SIO

IO-144 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface.  
The IO module offers 32 digital inputs for DC signals 12-48V= and 30 digital outputs for DC signals ≤30V=.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 32 digital inputs for 12-48Vdc signals 
and 30 digital outputs for ≤30Vdc signals.
Each group of 15 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

30
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-32DI30DO-ETH

IO-145 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 32 digital inputs for DC signals 12-48V= and 30 digital outputs for DC signals ≤30V=.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 32 digital inputs for 12-48Vdc signals 
and 30 digital outputs for ≤30Vdc signals.
Each group of 15 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

30
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-64DI60DO-SIO

IO-146 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface.  
The IO module offers 64 digital inputs for DC signals 12-48V= and 60 digital outputs for DC signals ≤30V=.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 64 digital inputs for 12-48Vdc signals 
and 60 digital outputs for ≤30Vdc signals.
Each group of 15 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

60
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 4 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

64
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-64DI60DO-ETH

IO-147 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 64 digital inputs for DC signals 12-48V= and 60 digital outputs for DC signals ≤30V=.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 64 digital inputs for 12-48Vdc signals 
and 60 digital outputs for ≤30Vdc signals.
Each group of 15 outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

60
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 4 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

64
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-76DI72DO-SIO

IO-148 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface.  
The IO module offers 76 digital inputs for DC signals 12-48V= and 72 digital outputs for DC signals ≤30V=.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 76 digital inputs for 12-48Vdc signals 
and 72 digital outputs for ≤30Vdc signals.
Each group of outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

72
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 4 groups with 15 outputs each 
and 2 groups with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

76
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-76DI72DO-ETH

IO-149 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 76 digital inputs for DC signals 12-48V= and 72 digital outputs for DC signals ≤30V=.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

Functionality
IO module with 76 digital inputs for 12-48Vdc signals 
and 72 digital outputs for ≤30Vdc signals.
Each group of outputs has its own power supply connector.
Each output group detects power supply, overheat or short cut error.
All outputs are galvanic-ally insulated from the rest of the module.

72
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 4 groups with 15 outputs each 
and 2 groups with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

76
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-10RI8RO-SIO

IO-150 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 10 digital inputs for AC or DC signals 12-250V~= and 
8 Form A relay outputs for AC/DC signals with common power supply+root contacts.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
common power

Functionality
IO module with 10 digital inputs for 12-250Vac/dc signals and 
8 relay outputs for switching AC or DC signals.
All inputs use same common contact for a common AC or DC power supply.
All inputs are galvanic-ally insulated from the rest of the module.
All 8 relay outputs have a common power supply terminal.

8
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2

10
Digital Inputs

LOGIC INPUT
All inputs use same power supply

 12...250V~=
≤1.8mA



RESI-10RI8RO-ETH

IO-151 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 10 digital inputs for AC or DC signals 12-250V~= and 
8 Form A relay outputs for AC/DC signals with common power supply+root contacts.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
common power

Functionality
IO module with 10 digital inputs for 12-250Vac/dc signals and 
8 relay outputs for switching AC or DC signals.
All inputs use same common contact for a common AC or DC power supply.
All inputs are galvanic-ally insulated from the rest of the module.
All 8 relay outputs have a common power supply terminal.

8
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2

10
Digital Inputs

LOGIC INPUT
All inputs use same power supply

 12...250V~=
≤1.8mA



RESI-20RI16RO-SIO

IO-152 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 20 digital inputs for AC or DC signals 12-250V~= and 
16 Form A relay outputs for AC/DC signals with common power supply+root contacts.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

16xFormA
common power

Functionality
IO module with 20 digital inputs for 12-250Vac/dc signals and 
16 relay outputs for switching AC or DC signals.
All inputs use same common contact for a common AC or DC power supply.
All inputs are galvanic-ally insulated from the rest of the module.
All 16 relay outputs have a common power supply terminal.

16
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2

20
Digital Inputs

LOGIC INPUT
All inputs use same power supply

 12...250V~=
≤1.8mA



RESI-20RI16RO-ETH

IO-153 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 20 digital inputs for AC or DC signals 12-250V~= and 
16 Form A relay outputs for AC/DC signals with common power supply+root contacts.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

16xFormA
common power

Functionality
IO module with 20 digital inputs for 12-250Vac/dc signals and 
16 relay outputs for switching AC or DC signals.
All inputs use same common contact for a common AC or DC power supply.
All inputs are galvanic-ally insulated from the rest of the module.
All 16 relay outputs have a common power supply terminal.

16
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2

20
Digital Inputs

LOGIC INPUT
All inputs use same power supply

 12...250V~=
≤1.8mA



RESI-32DI12RO-SIO

IO-154 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 12 Form A relay outputs for AC/DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall 12xFormA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals.
and 12 relay outputs for switching AC or DC signals.
All inputs use same common contact for a common DC power supply.
All relay outputs are separated with its own root contact.

12
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-32DI12RO-ETH

IO-155 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 32 digital inputs for DC signals 12-48V= and 12 Form A relay outputs for AC/DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall 12xFormA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals.
and 12 relay outputs for switching AC or DC signals.
All inputs use same common contact for a common DC power supply.
All relay outputs are separated with its own root contact.

12
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-32DI24RO-SIO

IO-156 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 24 Form A relay outputs for AC/DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall 24xFormA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals.
and 24 relay outputs for switching AC or DC signals.
All inputs use same common contact for a common DC power supply.
All relay outputs are separated with its own root contact.

24
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-32DI24RO-ETH

IO-157 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 32 digital inputs for DC signals 12-48V= and 24 Form A relay outputs for AC/DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall 24xFormA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals.
and 24 relay outputs for switching AC or DC signals.
All inputs use same common contact for a common DC power supply.
All relay outputs are separated with its own root contact.

24
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-44DI12DO24RO-SIO

IO-158 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 44 digital inputs for DC signals 12-48V= and 12 digital outputs for DC signals ≤30V= and 24 Form A relay 
outputs for AC/DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall 24xFormA

Functionality
IO module with 44 digital inputs for 12-48Vdc signals and 12 digital outputs for ≤30Vdc signals 
and 24 relay outputs for switching AC or DC signals.
All inputs use same common contact for a common DC power supply.
All relay outputs are separated with its own root contact. Each group of 6 outputs has its own 
power supply connector. Each output group detects power supply, overheat or short cut error. 
All outputs are galvanic-ally insulated from the rest of the module.

24
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

44
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

12
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA



RESI-44DI12DO24RO-ETH

IO-159 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.  
The IO module offers 44 digital inputs for DC signals 12-48V= and 12 digital outputs for DC signals ≤30V= and 24 Form A relay 
outputs for AC/DC signals.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall 24xFormA

Functionality
IO module with 44 digital inputs for 12-48Vdc signals and 12 digital outputs for ≤30Vdc signals 
and 24 relay outputs for switching AC or DC signals.
All inputs use same common contact for a common DC power supply.
All relay outputs are separated with its own root contact. Each group of 6 outputs has its own 
power supply connector. Each output group detects power supply, overheat or short cut error. 
All outputs are galvanic-ally insulated from the rest of the module.

24
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

44
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

12
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA



RESI-4SB-SIO

IO-160 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 8 Form A relay outputs for AC/DC signals with common power supply+root contacts 
for time driven control of up to 4 shades or blinds.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
shades & blind

control

Functionality
IO module with 8 relay outputs for time driven control of 
4 shades or blinds with AC or DC engines.
All 8 relay outputs have a common power supply terminal.

8
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2



RESI-4SB-ETH

IO-161 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 8 Form A relay outputs for AC/DC signals with common power supply+root contacts 
for time driven control of up to 4 shades or blinds.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
shades & blind

control

Functionality
IO module with 8 relay outputs for time driven control of 
4 shades or blinds with AC or DC engines.
All 8 relay outputs have a common power supply terminal.

8
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2



RESI-8SB-SIO

IO-162 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface.
The IO module offers 16 Form A relay outputs for AC/DC signals with common power supply+root contacts 
for time driven control of up to 8 shades or blinds.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

16xFormA
shades & blind

control

Functionality
IO module with 16 relay outputs for time driven control of 
8 shades or blinds with AC or DC engines.
All 16 relay outputs have a common power supply terminal.

16
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2



RESI-8SB-ETH

IO-163 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.
The IO module offers 16 Form A relay outputs for AC/DC signals with common power supply+root contacts 
for time driven control of up to 8 shades or blinds.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

16xFormA
shades & blind

control

Functionality
IO module with 16 relay outputs for time driven control of 
8 shades or blinds with AC or DC engines.
All 16 relay outputs have a common power supply terminal.

16
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2



RESI-10RI4SB-SIO

IO-164 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 10 digital inputs for AC or DC signals 12-250V~= and 8 Form A relay outputs for AC/DC signals with common 
power supply+root contacts for time driven control of up to 4 shades or blinds.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
shades & blind

control

Functionality
IO module with 10 digital inputs for 12-250Vac/dc signals and 
8 relay outputs for time driven control of 4 shades or blinds with AC or DC engines.
All inputs use same common contact for a common AC or DC power supply.
All inputs are galvanic-ally insulated from the rest of the module.
All 8 relay outputs have a common power supply terminal.

8
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2

10
Digital Inputs

LOGIC INPUT
All inputs use same power supply

 12...250V~=
≤1.8mA



RESI-10RI4SB-ETH

IO-165 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 10 digital inputs for AC or DC signals 12-250V~= and 8 Form A relay outputs for AC/DC signals with common 
power supply+root contacts for time driven control of up to 4 shades or blinds.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xFormA
shades & blind

control

Functionality
IO module with 10 digital inputs for 12-250Vac/dc signals and 
8 relay outputs for time driven control of 4 shades or blinds with AC or DC engines.
All inputs use same common contact for a common AC or DC power supply.
All inputs are galvanic-ally insulated from the rest of the module.
All 8 relay outputs have a common power supply terminal.

8
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2

10
Digital Inputs

LOGIC INPUT
All inputs use same power supply

 12...250V~=
≤1.8mA



RESI-20RI8SB-SIO

IO-166 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface.
The IO module offers 20 digital inputs for AC or DC signals 12-250V~= and 16 Form A relay outputs for AC/DC signals with common 
power supply+root contacts for time driven control of up to 8 shades or blinds.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

16xFormA
shades & blind

control

Functionality
IO module with 20 digital inputs for 12-250Vac/dc signals and 
16 relay outputs for time driven control of 8 shades or blinds with AC or DC engines.
All inputs use same common contact for a common AC or DC power supply.
All inputs are galvanic-ally insulated from the rest of the module.
All 16 relay outputs have a common power supply terminal.

16
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2

20
Digital Inputs

LOGIC INPUT
All inputs use same power supply

 12...250V~=
≤1.8mA



RESI-20RI8SB-ETH

IO-167 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface.
The IO module offers 20 digital inputs for AC or DC signals 12-250V~= and 16 Form A relay outputs for AC/DC signals with common 
power supply+root contacts for time driven control of up to 8 shades or blinds.

XT12
213x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

16xFormA
shades & blind

control

Functionality
IO module with 20 digital inputs for 12-250Vac/dc signals and 
16 relay outputs for time driven control of 8 shades or blinds with AC or DC engines.
All inputs use same common contact for a common AC or DC power supply.
All inputs are galvanic-ally insulated from the rest of the module.
All 16 relay outputs have a common power supply terminal.

16
Relay 

Outputs

RELAY OUTPUT
Form A relays

with common supply+root

≤30V=
≤250V~

≤6A
AgSnO2

20
Digital Inputs

LOGIC INPUT
All inputs use same power supply

 12...250V~=
≤1.8mA



RESI-4LED-SIO

IO-168 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module is a 12 channel PWM dimmer module for LED stripes with constant voltage and common anode organized in 4 
groups with own DC power supplies for every group ≤60V= ≤15A.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

12xPWM
for LED Stripes

Functionality
IO module with 12 PWM outputs for dimming LED stripes with constant voltage and 
common anode. The IO module offers 4 groups with 3 PWM dimmer outputs each.
Module is designed ti use RGB, dual white or mono colour LED stripes.
Each PWM output channel can drive 5A maximum current.
External power supply for LED stripes (e.g. 12V= or 24V=) ≤60V= and ≤15A 
for each group necessary.

12
PWM Outputs

PWM OUTPUT
for LED Stripes organized in 4 groups 

with 3 PWM dimmer each

≤60V=
≤5A/channel



RESI-4LED-ETH

IO-169 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module is a 12 channel PWM dimmer module for LED stripes with constant voltage and common anode organized in 4 
groups with own DC power supplies for every group ≤60V= ≤15A.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

12xPWM
for LED Stripes

Functionality
IO module with 12 PWM outputs for dimming LED stripes with constant voltage and 
common anode. The IO module offers 4 groups with 3 PWM dimmer outputs each.
Module is designed ti use RGB, dual white or mono colour LED stripes.
Each PWM output channel can drive 5A maximum current.
External power supply for LED stripes (e.g. 12V= or 24V=) ≤60V= and ≤15A 
for each group necessary.

12
PWM Outputs

PWM OUTPUT
for LED Stripes organized in 4 groups 

with 3 PWM dimmer each

≤60V=
≤5A/channel



RESI-4AIOX-SIO

IO-170 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module offers 4 universal inputs or outputs for analogue or digital signals or RTD sensors.

Functionality
IO module with 4 universal inputs or outputs. 
Each channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xAI/AO/RTD/DI
0-10V, 0-20mA

RTD, DI



RESI-4AIOX-ETH

IO-171 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 4 universal inputs or outputs for analogue or digital signals or RTD sensors.

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xAI/AO/RTD/DI
0-10V, 0-20mA

RTD, DI

Functionality
IO module with 4 universal inputs or outputs. 
Each channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA



RESI-8AIOX-SIO

IO-172 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module offers 8 universal inputs or outputs for analogue or digital signals or RTD sensors.

Functionality
IO module with 8 universal inputs or outputs. 
Each channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xAI/AO/RTD/DI
0-10V, 0-20mA

RTD, DI



RESI-8AIOX-ETH

IO-173 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 8 universal inputs or outputs for analogue or digital signals or RTD sensors.

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xAI/AO/RTD/DI
0-10V, 0-20mA

RTD, DI

Functionality
IO module with 8 universal inputs or outputs. 
Each channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA



RESI-16AIOX-SIO

IO-174 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS232 or RS485 interface. 
The IO module offers 16 universal inputs or outputs for analogue or digital signals or RTD sensors.

Functionality
IO module with 16 universal inputs or outputs. 
Each channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

16
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

16xAI/AO/RTD/DI
0-10V, 0-20mA

RTD, DI



RESI-16AIOX-ETH

IO-175 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 16 universal inputs or outputs for analogue or digital signals or RTD sensors.

XT4
72x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

16xAI/AO/RTD/DI
0-10V, 0-20mA

RTD, DI

Functionality
IO module with 16 universal inputs or outputs. 
Each channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

16
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA



RESI-12AIU-SIO

IO-176 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 12 independent analog inputs for DC signals in the range of -10V….+10V.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

12xAI
-10...+10V=

Functionality
IO module with 12 analogue inputs for DC signals.
Input signal in the range of -10V and +10V.

Input group is galvanic-ally insulated from rest of module.

12
Analog Inputs

ANALOG INPUTS
galvanic insulated

0...10V
-10V...+10V

±0.1%
16bit



RESI-12AIU-ETH

IO-177 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 12 independent analog inputs for DC signals in the range of -10V….+10V.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

12xAI
-10...+10V=

Functionality
IO module with 12 analogue inputs for DC signals.
Input signal in the range of -10V and +10V.

Input group is galvanic-ally insulated from rest of module.

12
Analog Inputs

ANALOG INPUTS
galvanic insulated

0...10V
-10V...+10V

±0.1%
16bit



RESI-12AOU-SIO

IO-178 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 12 independent analog outputs for DC signals in the range of -10V….+10V.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

12xAO
-10...+10V=

Functionality
IO module with 12 analogue outputs for DC signals.
Output signal in the range of -10V and +10V.

Output group is galvanic-ally insulated from rest of module.

12
Analog Outputs

ANALOG OUTPUTS
galvanic insulated

0...10V
-10V...+10V

±0.1%
12bit



RESI-12AOU-ETH

IO-179 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 12 independent analog outputs for DC signals in the range of -10V….+10V.

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

12xAO
-10...+10V=

Functionality
IO module with 12 analogue outputs for DC signals.
Output signal in the range of -10V and +10V.

Output group is galvanic-ally insulated from rest of module.

12
Analog Outputs

ANALOG OUTPUTS
galvanic insulated

0...10V
-10V...+10V

±0.1%
12bit



RESI-8RTD-SIO

IO-180 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 8 RTD sensor inputs for RTD Sensors like PT100, PT1000, NI1000,...

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xRTD
PT100,PT1000,NI1000

...

Functionality
IO module with 8 RTD sensor inputs for RTD sensors.
Various RTD sensors can be used with the module. 
2-wire, 3-wire or 4-wire sensor connection.
Each channel can be configured to different type of RTD sensor.

RTD sensor input group is galvanic-ally insulated from rest of module.

8
RTD Sensor 

Inputs

RTD SENSOR INPUTS

PT100
PT200
PT500
PT1000
NI120

NI1000-DI43760
OHM

±0.1%
24bit



RESI-8RTD-ETH

IO-181 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 8 RTD sensor inputs for RTD Sensors like PT100, PT1000, NI1000,...

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xRTD
PT100,PT1000,NI1000

...

Functionality
IO module with 8 RTD sensor inputs for RTD sensors.
Various RTD sensors can be used with the module. 
2-wire, 3-wire or 4-wire sensor connection.
Each channel can be configured to different type of RTD sensor.

RTD sensor input group is galvanic-ally insulated from rest of module.

8
RTD Sensor 

Inputs

RTD SENSOR INPUTS

PT100
PT200
PT500
PT1000
NI120

NI1000-DI43760
OHM

±0.1%
24bit



RESI-8RTD2-SIO

IO-182 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 8 RTD sensor inputs for RTD Sensors like PT100, PT1000, NI1000,...

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
RS485 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xRTD
PT100,PT1000,NI1000

...

Functionality
IO module with 8 RTD sensor inputs for RTD sensors.
Various RTD sensors can be used with the module. 
2-wire sensor connection.
Each channel can be configured to different type of RTD sensor.

RTD sensor input group is galvanic-ally insulated from rest of module.

8
RTD Sensor 

Inputs

RTD SENSOR INPUTS

PT100
PT200
PT500
PT1000
NI120

NI1000-DI43760
OHM

±0.1%
24bit



RESI-8RTD2-ETH

IO-183 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 8 RTD sensor inputs for RTD Sensors like PT100, PT1000, NI1000,...

XT8
143x110x62mm

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET 12-48V=

Power supply

ON-WALL
Mounting on-wall

8xRTD
PT100,PT1000,NI1000

...

Functionality
IO module with 8 RTD sensor inputs for RTD sensors.
Various RTD sensors can be used with the module. 
2-wire sensor connection.
Each channel can be configured to different type of RTD sensor.

RTD sensor input group is galvanic-ally insulated from rest of module.

8
RTD Sensor 

Inputs

RTD SENSOR INPUTS

PT100
PT200
PT500
PT1000
NI120

NI1000-DI43760
OHM

±0.1%
24bit
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RESI-6DI6DO4AIOX-SIO

IO-185 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 6 digital inputs for DC signals 12-48V= and 6 digital outputs for DC signals ≤30V= and 
4 universal inputs or outputs for analogue or digital signals or RTD sensors.

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

6
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

6
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 6 digital inputs for 12-48Vdc signals, 6 digital outputs for ≤30Vdc 
signals and 4 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT4
72x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-6DI6DO4AIOX-ETH

IO-186 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 6 digital inputs for DC signals 12-48V= and 6 digital outputs for DC signals ≤30V= and 
4 universal inputs or outputs for analogue or digital signals or RTD sensors.

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

6
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

6
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 6 digital inputs for 12-48Vdc signals, 6 digital outputs for ≤30Vdc 
signals and 4 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT4
72x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall



RESI-6DI6DO8AIOX-SIO

IO-187 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 6 digital inputs for DC signals 12-48V= and 6 digital outputs for DC signals ≤30V= and 
8 universal inputs or outputs for analogue or digital signals or RTD sensors.

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

6
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

6
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 6 digital inputs for 12-48Vdc signals, 6 digital outputs for ≤30Vdc 
signals and 8 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT4
72x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-6DI6DO8AIOX-ETH

IO-188 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 6 digital inputs for DC signals 12-48V= and 6 digital outputs for DC signals ≤30V= and 
8 universal inputs or outputs for analogue or digital signals or RTD sensors.

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

6
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

6
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 6 digital inputs for 12-48Vdc signals, 6 digital outputs for ≤30Vdc 
signals and 8 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT4
72x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall



RESI-16DI15DO4AIOX-SIO

IO-189 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 16 digital inputs for DC signals 12-48V= and 15 digital outputs for DC signals ≤30V= and 
4 universal inputs or outputs for analogue or digital signals or RTD sensors.

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

15
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

16
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 16 digital inputs for 12-48Vdc signals, 15 digital outputs for ≤30Vdc 
signals and 4 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT8
143x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-16DI15DO4AIOX-ETH

IO-190 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 16 digital inputs for DC signals 12-48V= and 15 digital outputs for DC signals ≤30V= and 
4 universal inputs or outputs for analogue or digital signals or RTD sensors.

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

15
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

16
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 16 digital inputs for 12-48Vdc signals, 15 digital outputs for ≤30Vdc 
signals and 4 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT8
143x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall



RESI-16DI15DO8AIOX-SIO

IO-191 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 16 digital inputs for DC signals 12-48V= and 15 digital outputs for DC signals ≤30V= and 
8 universal inputs or outputs for analogue or digital signals or RTD sensors.

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

15
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

16
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 16 digital inputs for 12-48Vdc signals, 15 digital outputs for ≤30Vdc 
signals and 8 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT8
143x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-16DI15DO8AIOX-ETH

IO-192 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 16 digital inputs for DC signals 12-48V= and 15 digital outputs for DC signals ≤30V= and 
8 universal inputs or outputs for analogue or digital signals or RTD sensors.

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

15
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

16
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 16 digital inputs for 12-48Vdc signals, 15 digital outputs for ≤30Vdc 
signals and 8 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT8
143x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall



RESI-16DI15DO16AIOX-SIO

IO-193 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 16 digital inputs for DC signals 12-48V= and 15 digital outputs for DC signals ≤30V= and 
16 universal inputs or outputs for analogue or digital signals or RTD sensors.

16
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

15
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

16
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 16 digital inputs for 12-48Vdc signals, 15 digital outputs for ≤30Vdc 
signals and 16 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT8
143x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-16DI15DO16AIOX-ETH

IO-194 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 16 digital inputs for DC signals 12-48V= and 15 digital outputs for DC signals ≤30V= and 
16 universal inputs or outputs for analogue or digital signals or RTD sensors.

16
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

15
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

16
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 16 digital inputs for 12-48Vdc signals, 15 digital outputs for ≤30Vdc 
signals and 16 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT8
143x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall



RESI-32DI30DO4AIOX-SIO

IO-195 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 30 digital outputs for DC signals ≤30V= and 
4 universal inputs or outputs for analogue or digital signals or RTD sensors.

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

30
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals, 30 digital outputs for ≤30Vdc 
signals and 4 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-32DI30DO4AIOX-ETH

IO-196 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 30 digital outputs for DC signals ≤30V= and 
4 universal inputs or outputs for analogue or digital signals or RTD sensors.

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

30
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals, 30 digital outputs for ≤30Vdc 
signals and 4 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall



RESI-32DI30DO8AIOX-SIO

IO-197 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 30 digital outputs for DC signals ≤30V= and 
8 universal inputs or outputs for analogue or digital signals or RTD sensors.

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

30
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals, 30 digital outputs for ≤30Vdc 
signals and 8 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-32DI30DO8AIOX-ETH

IO-198 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 30 digital outputs for DC signals ≤30V= and 
8 universal inputs or outputs for analogue or digital signals or RTD sensors.

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

30
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals, 30 digital outputs for ≤30Vdc 
signals and 8 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall



RESI-32DI30DO16AIOX-SIO

IO-199 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 30 digital outputs for DC signals ≤30V= and 
16 universal inputs or outputs for analogue or digital signals or RTD sensors.

16
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

30
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals, 30 digital outputs for ≤30Vdc 
signals and 16 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-32DI30DO16AIOX-ETH

IO-200 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 30 digital outputs for DC signals ≤30V= and 
16 universal inputs or outputs for analogue or digital signals or RTD sensors.

16
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

30
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 2 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals, 30 digital outputs for ≤30Vdc 
signals and 16 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall



RESI-64DI60DO4AIOX-SIO

IO-201 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 64 digital inputs for DC signals 12-48V= and 60 digital outputs for DC signals ≤30V= and 
4 universal inputs or outputs for analogue or digital signals or RTD sensors.

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

60
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 4 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

64
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 64 digital inputs for 12-48Vdc signals, 60 digital outputs for ≤30Vdc 
signals and 4 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-64DI60DO4AIOX-ETH

IO-202 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 64 digital inputs for DC signals 12-48V= and 60 digital outputs for DC signals ≤30V= and 
4 universal inputs or outputs for analogue or digital signals or RTD sensors.

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

60
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 4 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

64
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 64 digital inputs for 12-48Vdc signals, 60 digital outputs for ≤30Vdc 
signals and 4 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall



RESI-64DI60DO8AIOX-SIO

IO-203 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 64 digital inputs for DC signals 12-48V= and 60 digital outputs for DC signals ≤30V= and 
8 universal inputs or outputs for analogue or digital signals or RTD sensors.

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

60
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 4 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

64
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 64 digital inputs for 12-48Vdc signals, 60 digital outputs for ≤30Vdc 
signals and 8 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-64DI60DO8AIOX-ETH

IO-204 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 64 digital inputs for DC signals 12-48V= and 60 digital outputs for DC signals ≤30V= and 
8 universal inputs or outputs for analogue or digital signals or RTD sensors.

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

60
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 4 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

64
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 64 digital inputs for 12-48Vdc signals, 60 digital outputs for ≤30Vdc 
signals and 8 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall



RESI-64DI60DO16AIOX-SIO

IO-205 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 64 digital inputs for DC signals 12-48V= and 60 digital outputs for DC signals ≤30V= and 
16 universal inputs or outputs for analogue or digital signals or RTD sensors.

16
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

60
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 4 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

64
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 64 digital inputs for 12-48Vdc signals, 60 digital outputs for ≤30Vdc 
signals and 16 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-64DI60DO16AIOX-ETH

IO-206 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 64 digital inputs for DC signals 12-48V= and 60 digital outputs for DC signals ≤30V= and 
16 universal inputs or outputs for analogue or digital signals or RTD sensors.

16
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

60
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 4 groups with 15 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

64
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 64 digital inputs for 12-48Vdc signals, 60 digital outputs for ≤30Vdc 
signals and 16 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall



RESI-32DI12RO4AIOX-SIO

IO-207 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 12 Form A relay outputs for AC/DC signals. and 
4 universal inputs or outputs for analogue or digital signals or RTD sensors.

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals and 12 relay outputs for 
switching AC or DC signals and 4 universal inputs or outputs. All relay outputs are separated 
with its own root contact. Each analog channel can be configured to one of the following 
input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

12
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-32DI12RO4AIOX-ETH

IO-208 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 12 Form A relay outputs for AC/DC signals. and 
4 universal inputs or outputs for analogue or digital signals or RTD sensors.

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals and 12 relay outputs for 
switching AC or DC signals and 4 universal inputs or outputs. All relay outputs are separated 
with its own root contact. Each analog channel can be configured to one of the following 
input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

12
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-32DI12RO8AIOX-SIO

IO-209 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 12 Form A relay outputs for AC/DC signals. and 
8 universal inputs or outputs for analogue or digital signals or RTD sensors.

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals and 12 relay outputs for 
switching AC or DC signals and 8 universal inputs or outputs. All relay outputs are separated 
with its own root contact. Each analog channel can be configured to one of the following 
input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

12
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-32DI12RO8AIOX-ETH

IO-210 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 12 Form A relay outputs for AC/DC signals. and 
8 universal inputs or outputs for analogue or digital signals or RTD sensors.

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals and 12 relay outputs for 
switching AC or DC signals and 8 universal inputs or outputs. All relay outputs are separated 
with its own root contact. Each analog channel can be configured to one of the following 
input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

12
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-32DI12RO16AIOX-SIO

IO-211 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 12 Form A relay outputs for AC/DC signals. and 
16 universal inputs or outputs for analogue or digital signals or RTD sensors.

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall

16
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals and 12 relay outputs for 
switching AC or DC signals and 16 universal inputs or outputs. All relay outputs are separated 
with its own root contact. Each analog channel can be configured to one of the following 
input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

12
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-32DI12RO16AIOX-ETH

IO-212 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 12 Form A relay outputs for AC/DC signals. and 
16 universal inputs or outputs for analogue or digital signals or RTD sensors.

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall

16
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals and 12 relay outputs for 
switching AC or DC signals and 16 universal inputs or outputs. All relay outputs are separated 
with its own root contact. Each analog channel can be configured to one of the following 
input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

12
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-32DI24RO4AIOX-SIO

IO-213 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 24 Form A relay outputs for AC/DC signals. and 
4 universal inputs or outputs for analogue or digital signals or RTD sensors.

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals and 24 relay outputs for 
switching AC or DC signals and 4 universal inputs or outputs. All relay outputs are separated 
with its own root contact. Each analog channel can be configured to one of the following 
input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

24
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-32DI24RO4AIOX-ETH

IO-214 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 24 Form A relay outputs for AC/DC signals. and 
4 universal inputs or outputs for analogue or digital signals or RTD sensors.

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall

4
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals and 24 relay outputs for 
switching AC or DC signals and 4 universal inputs or outputs. All relay outputs are separated 
with its own root contact. Each analog channel can be configured to one of the following 
input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

24
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-32DI24RO8AIOX-SIO

IO-215 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 24 Form A relay outputs for AC/DC signals. and 
8 universal inputs or outputs for analogue or digital signals or RTD sensors.

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals and 24 relay outputs for 
switching AC or DC signals and 8 universal inputs or outputs. All relay outputs are separated 
with its own root contact. Each analog channel can be configured to one of the following 
input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

24
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-32DI24RO8AIOX-ETH

IO-216 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 24 Form A relay outputs for AC/DC signals. and 
8 universal inputs or outputs for analogue or digital signals or RTD sensors.

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals and 24 relay outputs for 
switching AC or DC signals and 8 universal inputs or outputs. All relay outputs are separated 
with its own root contact. Each analog channel can be configured to one of the following 
input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

24
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-32DI24RO16AIOX-SIO

IO-217 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 24 Form A relay outputs for AC/DC signals. and 
16 universal inputs or outputs for analogue or digital signals or RTD sensors.

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall

16
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals and 24 relay outputs for 
switching AC or DC signals and 16 universal inputs or outputs. All relay outputs are separated 
with its own root contact. Each analog channel can be configured to one of the following 
input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

24
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-32DI24RO16AIOX-ETH

IO-218 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 32 digital inputs for DC signals 12-48V= and 24 Form A relay outputs for AC/DC signals. and 
16 universal inputs or outputs for analogue or digital signals or RTD sensors.

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall

16
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 32 digital inputs for 12-48Vdc signals and 24 relay outputs for 
switching AC or DC signals and 16 universal inputs or outputs. All relay outputs are separated 
with its own root contact. Each analog channel can be configured to one of the following 
input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

24
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

32
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA



RESI-38DI6DO24RO8AIOX-SIO

IO-219 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 38 digital inputs for DC signals 12-48V= and 6 digital outputs for DC signals ≤30V= and 24 Form A relay 
outputs for AC/DC signals. and 8 universal inputs or outputs for analogue or digital signals or RTD sensors.

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 38 digital inputs for 12-48Vdc signals and 6 digital outputs for ≤30Vdc 
signals and 24 relay outputs for switching AC or DC signals and 8 universal inputs or outputs. 
Each output group detects power supply, overheat or short cut error. All outputs are galvanic-ally 
insulated from the rest of the module. All relay outputs are separated with its own root contact. 
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or DI: max 30Vdc or dry

24
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

38
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

6
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA



RESI-38DI6DO24RO8AIOX-
ETH

IO-220 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 38 digital inputs for DC signals 12-48V= and 6 digital outputs for DC signals ≤30V= and 24 Form A relay 
outputs for AC/DC signals. and 8 universal inputs or outputs for analogue or digital signals or RTD sensors.

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 38 digital inputs for 12-48Vdc signals and 6 digital outputs for ≤30Vdc 
signals and 24 relay outputs for switching AC or DC signals and 8 universal inputs or outputs. 
Each output group detects power supply, overheat or short cut error. All outputs are galvanic-ally 
insulated from the rest of the module. All relay outputs are separated with its own root contact. 
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or DI: max 30Vdc or dry

24
Relay 

Outputs

RELAY OUTPUT
Form A relays

≤30V=
≤250V~

≤6A
AgSnO2

38
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

6
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT



RESI-6DI6DO16RI8PO8AIOX-
SIO

IO-221 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 6 digital inputs for DC signals 12-48V=, 6 digital outputs for DC signals ≤30V=, 16 digital inputs for AC or DC 
signals 12-250V~=, 8 bistable power relay outputs with manual override for AC and DC signals and 8 universal inputs or outputs for 
analogue or digital signals or RTD sensors.

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 6 digital inputs for 12-48Vdc signals, 6 digital outputs, 16 digital 
inputs for 12-250Vac/dc signals and 8 bistable power relay outputs for switching AC or DC signals 
and 8 universal inputs or outputs. Each analog channel can be configured to one of the following 
input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

8
bistable 
Power 
Relay 

Outputs

BISTABLE RELAY OUTPUT
Form A

≤30V=
≤250V~

≤16A
≤200µF
AgSnO2

6
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

16
Digital Inputs

LOGIC INPUT
galvanic insulated

common contacts per group

 12...250V~=
≤1.8mA

6
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA



RESI-6DI6DO16RI8PO8AIOX-
ETH

IO-222 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 6 digital inputs for DC signals 12-48V=, 6 digital outputs for DC signals ≤30V=, 16 digital inputs for AC or DC 
signals 12-250V~=, 8 bistable power relay outputs with manual override for AC and DC signals and 8 universal inputs or outputs for 
analogue or digital signals or RTD sensors.

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

Functionality
IO module with 6 digital inputs for 12-48Vdc signals, 6 digital outputs, 16 digital 
inputs for 12-250Vac/dc signals and 8 bistable power relay outputs for switching AC or DC signals 
and 8 universal inputs or outputs. Each analog channel can be configured to one of the following 
input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

8
bistable 
Power 
Relay 

Outputs

BISTABLE RELAY OUTPUT
Form A

≤30V=
≤250V~

≤16A
≤200µF
AgSnO2

6
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

16
Digital Inputs

LOGIC INPUT
galvanic insulated

common contacts per group

 12...250V~=
≤1.8mA

6
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 
Organized in 1 group with 6 outputs each.

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA



RESI-70DI66DO8AIOX-SIO

IO-223 

Our powerful IO module for a MODBUS/RTU or ASCII text protocol host with RS485 interface. 
The IO module offers 70 digital inputs for DC signals 12-48V= and 66 digital outputs for DC signals ≤30V= and 
8 universal inputs or outputs for analogue or digital signals or RTD sensors.

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

66
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 4 groups with 15 outputs each
and 2 groups with 6 outputs each

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

70
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 70 digital inputs for 12-48Vdc signals, 66 digital outputs for ≤30Vdc 
signals and 8 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
RS485

ON-WALL
Mounting on-wall



RESI-70DI66DO8AIOX-ETH

IO-224 

Our powerful IO module for a MODBUS/TCP or ASCII text socket protocol host with Ethernet interface. 
The IO module offers 70 digital inputs for DC signals 12-48V= and 66 digital outputs for DC signals ≤30V= and 
8 universal inputs or outputs for analogue or digital signals or RTD sensors.

8
Universal
Channels

Analog Input
or

Analog Output
or

RTD Inputs
or

Digital Input

ANALOG INPUT
0/2...10V or 0/4..20mA

ANALOG OUTPUT
0/2...10V or 0/4..20mA

RTD Sensor Input
0...80Ω

80...200Ω
200...10kΩ

10kΩ...20kΩ
20kΩ...100kΩ
100kΩ...200kΩ
200kΩ...1MΩ

LOGIC INPUT or

DRY CONTACT

 ±0.2%
16 Bit

 ±0.3%
13 Bit

 0.5%±0.5 
0.3%
0.2%
0.3%
0.8%
1.0%
8.0%
16 Bit

≤40V ≤1.8mA
0.5...24.5mA

66
Digital Outputs

DIGITAL OUTPUT
Output is shortcut & over heat protected. 

Organized in 4 groups with 15 outputs each
and 4 groups with 6 outputs each

Each output group is externally supplied.
Max. 1.8A power supply for output group.

 ≤30V=
≤700mA

70
Digital Inputs

LOGIC INPUT  12...48V=
≤1.8mA

Functionality
IO module with 70 digital inputs for 12-48Vdc signals, 66 digital outputs for ≤30Vdc 
signals and 8 universal inputs or outputs. Each output group detects power supply, overheat 
or short cut error. All outputs are galvanic-ally insulated from the rest of the module.
Each analog channel can be configured to one of the following input or output types:
AI: 0/2-10V, 0/4-20mA or AO: 0/2-10V, 0/4-20mA or RTD: 0-1MΩ or 
DI: max 30Vdc Signals or dry contact

XT12
213x110x62mm

12-48V=
Power supply

DIN EN 50022
Snap-on 

for DIN-Rail
ETHERNET

ON-WALL
Mounting on-wall
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